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Stocked
 






Glove Ports



Group of 21 products
1672-PP-01 




From 

As low as

$293 



 


Some ship in 0 - 2 days 




ISO 5 Icon[image: ISO 5 Icon]Stocked[image: Stocked] 


4 Material6 Port Size2 Port Shape4 ISO Class 
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	Available ISO Ratings: ISO 5, ISO 6, ISO 7, ISO 8




Material: Stainless Steel, ABS Plastic, PVC, Polypropylene
Port Size: 8.5", 9", 10", 6", 8", 12"
Port Shape: Round, Oval
ISO Class: ISO 6, ISO 8, ISO 7, ISO 5
 








	









[image: Automatic RB® (Relief/Bleed) Valves for Gloveboxes]










Stocked
 






Automatic RB® (Relief/Bleed) Valves for Gloveboxes



Group of 2 products
1600-PP-03 




From 

As low as

$168 



 


Some ship in 1 - 3 days 




ISO 7 Icon[image: ISO 7 Icon]Stocked[image: Stocked] 


2 Material2 ISO Class 
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	Available ISO Ratings: ISO 7, ISO 8




Material: Stainless Steel, Polymer
ISO Class: ISO 6, ISO 8
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Glovebox Air Locks



Group of 21 products
1702-PP-02 




From 

As low as

$573 



 


Some ship in 0 - 2 days 
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6 Material2 Configuration3 Style2 Mounting Side2 Model4 ISO Class 
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	Available ISO Ratings: ISO 5, ISO 6, ISO 7, ISO 8
	Easy to retrofit on existing Terra gloveboxes
	Custom sizes available to fit your glovebox side panel
	Mounted on either side of glove box, right mounting is standard




Material: Acrylic, Static-Dissipative PVC, Polypropylene, Polycarbonate, Nondissipative PVC, 304 Stainless Steel
Configuration: Single-Wall, Double-Wall
Style: In-Line Chamber Connection, Front Load, Pass Through
Mounting Side: Left or Right, Left/Right
Model: ValuLine™, BioSafe®
ISO Class: ISO 8, ISO 7, ISO 6, ISO 5
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Stocked
 






Glovebox Filtration Modules for Terra Glove Boxes



Group of 10 products
3306-PP-06 




From 

As low as

$2,890 



 


Some ship in 0 - 6 days 
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2 Voltage5 Material3 Style1 ISO Class 
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	Available ISO Ratings: ISO 7, ISO 8




Voltage: 120 V, 240 V
Material: 304 SS Housing, PVC Plumbing, 304 SS Housing, PCS Housing, PVC Plumbing, PCS Housing, 304 SS Housing and Plumbing
Style: Close Loop, Open Loop, Open/Close Loop
ISO Class: ISO 6
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Trace Oxygen Analyzers



Group of 3 products
2005-PP-04 




From 

As low as

$6,992 



 


Some ship in 5 - 15 days 







1 Voltage 
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Voltage: 120/240 V
 








	









[image: DewWatch™ High-Precision Moisture Control Unit]
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DewWatch™ High-Precision Moisture Control Unit



Group of 2 products
1401-PP-05 




From 

As low as

$7,656 



 


Some ship in 1 - 3 days 
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2 Voltage1 Control Type 
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	Available ISO Ratings: ISO 7, ISO 8
	Features extreme sensitivity—measures moisture volumes from 0.5 PPM to 23,000 PPM
	Monitors and displays dew/frost point between -80 and +20 degrees C on LED readout
	Interfaces with Terra's Dual Purge™ System for completely automatic nitrogen purging




Voltage: 120 V, 240 V
Control Type: DewWatch
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Nitrogen Gas Generators



Group of 6 products
2700-PP-01 




From 

As low as

$6,685 



 


Some ship in 1 - 3 days 
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1 Voltage2 Material3 Width2 Depth6 Height2 ISO Class3 Flow Rate @ 97% purity, 100 psig3 Flow Rate @ 98% purity, 100 psig3 Flow Rate @ 99% purity, 100 psig 
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	Available ISO Ratings: ISO 5, ISO 6, ISO 7, ISO 8
	Nitrogen gas generator eliminates the need for costly nitrogen gas cylinders
	Nitrogen membrane technology produces up to 99.5% pure medical grade dry nitrogen
	Ideal for continuous Nitrogen gas supply to desiccators, gloveboxes, incubators, and more
	Provides complete control over rate and purity of nitrogen gas from 95% to 99.5% purity
	Compact laboratory nitrogen generator allows set-up wherever there's a compressed air supply




Voltage: 120/240 V
Material: Powder-Coated Steel, 304 Stainless Steel
Width: 18", 24", 20"
Depth: 18", 12"
Height: 81.25", 49.25", 35.5", 42.5", 88.925", 55.625"
ISO Class: ISO 7, ISO 5
Flow Rate @ 97% purity, 100 psig: 685 ft³/hr, 205 ft³/hr, 26 ft³/hr
Flow Rate @ 98% purity, 100 psig: 500 ft³/hr, 150 ft³/hr, 18 ft³/hr
Flow Rate @ 99% purity, 100 psig: 290 ft³/hr, 88 ft³/hr, 10 ft³/hr
 








	









[image: Universal MicroVac™ Portable Cleanroom Vacuum Cleaner]










Stocked
 






Universal MicroVac™ Portable Cleanroom Vacuum Cleaner



Group of 2 products
5100-PP-01 




From 

As low as

$1,815 



 


Some ship in 1 - 3 days 
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2 Voltage1 Type1 Application1 Air Flow1 Final Filter Type1 ISO Class 
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	Available ISO Ratings: ISO 5, ISO 6, ISO 7, ISO 8
	10-pound, hand-held portable vacuum cleaner ideal for ISO 5-8 cleanrooms
	Four-stage ULPA filtration system, 99.999% efficient with 0.12 µm particles
	Cloth bag collects and recovers fine dust powders like Gold and Aluminum
	Sturdy, stainless steel construction ensures clean and dependable performance
	Removes fumes, moisture, dust and contaminants from glove boxes or equipment enclosures




Voltage: 120 V, 240 V
Type: Handheld
Application: Cleanroom Use
Air Flow: 5.5 CFM
Final Filter Type: ULPA
ISO Class: ISO 5
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Universal Adjustable Glove Box Stands



Group of 20 products
1609-PP-12 




From 

As low as

$1,121 



 


Some ship in 4 - 6 days 







2 Material5 Width2 Depth1 Height2 ISO Class 
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	Available ISO Ratings: ISO 7, ISO 8
	Adjustable glove box stand provides optimal stability for various glove box sizes
	Stand lifts glove box to user desired height improving accessibility and cleaning around unit
	Optional casters allow users to easily transfer glove boxes to various locations within facilities




Material: Powder-Coated Steel, 304 Stainless Steel
Width: 16" - 26.5"W, 26" - 32"W, 32" - 42.75"W, 43.875" - 53.75"W, 59" - 69"W
Depth: 16" - 26.5"D, 25" - 36"D
Height: 33" - 43"H
ISO Class: ISO 7, ISO 8
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Accordion Glovebox Sleeves



Group of 6 products
1689-PP-08 




From 

As low as

$568 



 


Some ship in 1 - 3 days 




Stocked[image: Stocked]ISO 8 Icon
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1 Style2 Port Size1 Glove Thickness3 Hand Size1 ISO Class 
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	Sizes for installation on 8”- or 10”-diameter gloveboxes 
Accordion neoprene sleeves resist blowback, allow easier hand insertion




Style: 2 Piece Hand/Sleeve
Port Size: 8", 10"
Glove Thickness: 18 mil
Hand Size: 8, 9, 10
ISO Class: ISO 8
 








	









[image: Bellows-Type Microscope Eyepiece Interface]










Stocked
 






Bellows-Type Microscope Eyepiece Interface (1681-53)






$285 


 


Usually ships in 1 - 3 days 
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Hypalon Glovebox Gloves



Group of 11 products
1689-PP-06 




From 

As low as

$129 



 


Some ship in 1 - 3 days 
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3 Style3 Port Size1 Glove Thickness4 Hand Size1 ISO Class 
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	Also known as CSM or chlorosulfonated polyethylene, Hypalon is a waterproof synthetic rubber
	Offers outstanding resistance to abrasion, ozone and oxidizing chemicals
	Natural softness enhances worker comfort




Style: Hand, Sleeve, 1 Piece Hand/Sleeve
Port Size: N/A, 8", 10"
Glove Thickness: 15 mil
Hand Size: 8, 9, 10, N/A
ISO Class: ISO 5
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Butyl Glovebox Gloves



Group of 19 products
1689-PP-05 




From 

As low as

$106 



 


Some ship in 1 - 3 days 
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3 Style3 Port Size5 Glove Thickness4 Hand Size1 ISO Class 
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	Provides the highest impermeability to water vapor, gases and toxic chemicals, including missile fuels, acids and bases
	Very elastic and remains flexible at low temperatures
	Resists swelling and degradation from solvents and oxidizing agents, such as simple alcohols, ketones and esters




Style: Sleeve, Hand, 1 Piece Hand/Sleeve
Port Size: 8", N/A, 10"
Glove Thickness: 15 mil, 30 mil, 17 mil, 27 mil, 32 mil
Hand Size: N/A, 10, 8, 9
ISO Class: ISO 5
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Butadyl Glovebox Gloves



Group of 9 products
1689-PP-04 




From 

As low as

$40 



 


Some ship in 1 - 3 days 
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2 Style2 Port Size2 Glove Thickness4 Hand Size1 ISO Class 
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	Features anti-static properties, making it an excellent choice when static discharge is a concern
	Strong, puncture resistant, and shed less than other materials
	Strong resistance to aromatic hydrocarbons, solvents, fats and acids




Style: 1 Piece Hand/Sleeve, Sleeve
Port Size: 10", 8"
Glove Thickness: 27 mil, 15 mil
Hand Size: 8, 9, 10, N/A
ISO Class: ISO 5
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Neoprene Glovebox Gloves



Group of 14 products
1689-PP-07 




From 

As low as

$22 



 


Some ship in 1 - 3 days 
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3 Style3 Port Size2 Glove Thickness5 Hand Size1 ISO Class 
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	Synthetic rubber that resists a variety of substances such as solvents, oils, and acids
	Offers high tensile strength, flexibility, and heat resistance
	Ideal for work that requires sensitivity and dexterity
	Superior resistance to degradation from sunlight, weather, oxidation, ozone, aging, freons, and mild acids




Style: Hand, 1 Piece Hand/Sleeve, Sleeve
Port Size: 8", N/A, 10"
Glove Thickness: 15 mil, 18 mil
Hand Size: 7, 8, 9, 10, N/A
ISO Class: ISO 6
 








	









[image: Nitrile Glovebox Gloves]










Stocked
 






Nitrile Glovebox Gloves



Group of 3 products
1689-PP-09 




From 

As low as

$2 



 


Some ship in 1 - 3 days 
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1 Style1 Port Size1 Glove Thickness3 Hand Size1 ISO Class 
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	Synthetic rubber that offers flexibility, long-life durability, and chemical resistance
	Designed to be moisture resistant, flexible, and durable
	Ideal for industrial tasks, the food industry, health care applications, and most medical environments
	Superior resistance to petroleum-based hydraulic fluids




Style: Hand
Port Size: N/A
Glove Thickness: 15 mil
Hand Size: 8, 9, 10
ISO Class: ISO 5
 








	









[image: IsoDry® Humidity Controllers for Gloveboxes]










Stocked
 






IsoDry® Humidity Controllers for Gloveboxes



Group of 7 products
1603-PP-02 




From 

As low as

$880 



 


Some ship in 1 - 3 days 




ISO 7 Icon[image: ISO 7 Icon]Stocked[image: Stocked] 


3 Voltage5 Control Type3 Data Logging3 RH Accuracy2 Temperature Reading1 ISO Class 
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	Available ISO Ratings: ISO 7, ISO 8
	Smart humidity controller provides automatic setpoint control and datalogging for glove box
	Nitrogen purge control maintains user-speciffied sub-ambient RH set-point down to 0% ±1.5% RH
	Variable-purge system uses high/low flow settings to conserve nitrogen
	High-flow also activates when doors are opened for fast, effective purge of particles and moisture
	Programmable logic gives user complete control over warning alarms and other system functions




Voltage: 120 V, 240 V, 12 V
Control Type: Dual Purge, High Flow, Smart NitroWatch w/ Data Logging, NitroWatch Humidity Sensor, Smart NitroWatch Humidity Sensor, NitroWatch
Data Logging: No, Yes, N/A
RH Accuracy: N/A, +/- 1.5% RH, +/- 2% RH
Temperature Reading: No, Yes
ISO Class: ISO 7
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Atmospure Re-gen Gas Purifiers



Group of 1 product
3644-PP-10 




From 

As low as

$14,146 



 


Some ship in 20 - 24 days 







1 Voltage1 Manufacturer SKU 
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Voltage: 120 V
Manufacturer SKU: 5121810
 








	









[image: Portable Nitrogen Generator; Self-Contained With Compressor and Tank; 304 Stainless Steel, 30]










Stocked
 

Quick Ship+








Portable Nitrogen Generator; Self-Contained With Compressor and Tank; 304 Stainless Steel, 30" W x 17" D x 60.8" H (2700-12C-P)






$11,733 


 


Usually ships in 1 - 3 days 
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	Available ISO Ratings: ISO 7, ISO 8
	All-in-one nitrogen gas generator features built-in compressor and gas cylinder
	Storage cylinder and compressor will support high-volume, on-demand gas supply
	Nitrogen membrane technology produces up to 99% pure medical grade dry nitrogen
	Flow rate: 20 SCFH @ 99.9% Purity with 120 PSI Inlet
	Economical: Typical R.O.I. of 1 to 2 years when compared to N2 cylinder purchases
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High-Performance Vacuum/Nitrogen Ovens for Glove Boxes



Group of 5 products
9602-PP-04 




From 

As low as

$8,100 



 


Some ship in 20 - 30 days 
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2 Voltage1 Material2 Maximum Temperature2 Mounting Side1 ISO Class2 Oven Design 
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	Available ISO Ratings: ISO 6, ISO 7, ISO 8
	Integrated vacuum oven helps remove moisture from materials prior to transfering into glovebox
	Mini antechamber oven is available in two configurations depending on max temp and load capacity
	Designed to allow for easy attachment to the side of Terra stainless steel gas-purge glovebox




Voltage: 120 V, 240 V
Material: Stainless Steel
Maximum Temperature: 149°C, 350°C
Mounting Side: Left, Right
ISO Class: ISO 6
Oven Design: ValuLine™, High Performance
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Glovebox Accessories


	

Aseptic Glove Box Isolators by Germfree 

	

BioSafe® Stainless Steel Glove Box Isolators 

	

Gas Generators 

	

Gas-Purged Plastic Glove Box Isolators 

	

Gas-Purged Stainless Steel Glove Boxes 

	

Glove Box Isolators by Labconco 

	

Glovebox Accessories 

	

Glovebox Gloves 

	

Gloveboxes Comparison Chart 

	

HEPA/ULPA Filtered Glove Box Isolators 

	

Low Oxygen Glove Box Isolators by Shel Labs 

	

Negative Pressure & Vacuum Glove Boxes 

	

Smart® Controlled Atmosphere Glove Box Isolators 

	

Sterile Compounding Laminar Flow Glove Box Isolators 

	

Temperature Controlled Glove Boxes 

	

ValuLine™ Portable Plastic Glove Boxes 










Type










	


Data Logger

1item




	


Handheld

2items




	


Ion Bar

4items
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Data Logger

USB RH/Temperature data logger retains up to 16,000 measurements, logged by minute, hour, day, month
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Ion Bar

Provides a continuous stream of static-neutralizing ions to protect sensitive materials against ESD; models available for attaching to cleanroom ceiling T-grid, laminar flow hood, or glove box
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Design










	


Digital

1item
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Accessories










	


Air Lock

27items




	


Automatic RB Valve

1item




	


Filtration Module

10items




	


Glove Box Gloves & Sleeves

59items




	


Glove Ports

23items




	


Humidity/Moisture Control Systems

7items




	


LED Illuminator

2items




	


Re-Gen Gas Purifier

1item




	


Stands

20items




	


Trace Oxygen Analyzer

3items
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Air Lock

Allow introduction of various samples without compromising the process environment.
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Glove Box Gloves & Sleeves

Nitrile, neoprene, hypalon, butyl and polyurethane gloves fit all standard ports.
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Glove Ports

Versatile 10” (254 mm)-diameter plastic ports accept optional screw-on port covers and iris adapters; other sizes available, round or oval, in many sizes, materials.
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Humidity/Moisture Control Systems

Automatically monitor and control relative humidity and flow rates inside the glovebox.
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Re-Gen Gas Purifier

Produces an ultrapure inert atmosphere for materials sensitive to moisture and/or oxygen by circulating an inert gas and removing oxygen and moisture inside the glovebox.
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Trace Oxygen Analyzer

Monitors, displays oxygen level down to the single-digit PPM level; ideal for anaerobic studies.
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Application










	


Cleanroom Use

2items
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Cleanroom Use

Multi-stage HEPA and ULPA filtered vacuum cleaners remove dust and particle contaminants before returning air; select models contain autoclavable parts for aseptic, biological applications or ESD resistant materials for static sensitive applications
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Material










	


304 Stainless Steel

31items




	


Acrylic

6items




	


304 SS Housing

1item




	


316 Stainless Steel

3items




	


Stainless Steel

15items




	


Static-Dissipative PVC

3items




	


304 SS Housing and Plumbing

1item




	


316L Stainless Steel

3items




	


Polypropylene

10items




	


304 SS Housing, PVC Plumbing

4items




	


304 SS, 20 Gauge

1item




	


Chrome-Plated Steel

4items




	


Steel

4items




	


Powder-Coated Steel

14items




	


ABS Plastic

4items




	


Nondissipative PVC

1item




	


PCS Housing

1item




	


PCS Housing, PVC Plumbing

3items




	


Polycarbonate

3items




	


Polymer

2items




	


PVC

4items
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304 SS Housing

Durable; resistant to corrosion, chemicals/solvents, and rust. Making it the preferred material wherever frequent cleaning and sterilization are required.
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316 Stainless Steel

Durable; higher resistance to corrosion, chemicals/solvents, and rust. Making it the preferred material where frequent applications require powerful corrosives and chlorides.
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Stainless Steel

Durable; resistant to corrosion, chemicals/solvents, and rust. Making it the preferred material wherever frequent cleaning and sterilization are required.
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Static-Dissipative PVC

Static Dissipative PVC: Safely conducts surface charges to ground, protects against particle aggregation, and has broad chemical resistance for easy sterilization.
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304 SS Housing and Plumbing

304 Stainless Steel: Durable and chemical resistant, making it the preferred material wherever frequent cleaning and sterilization are required.
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316L Stainless Steel

Aseptic, low bio-burden, withstands high temperature and humidity fluctuation; low carbon rating indicates reduced percentage for enhanced corrosion resistance
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Polypropylene

Opaque (white) polypropylene resists most acids, alkalis, and solvents
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304 SS Housing, PVC Plumbing

304 Stainless Steel: Durable and chemical resistant, making it the preferred material wherever frequent cleaning and sterilization are required.
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304 SS, 20 Gauge

Durable; resistant to corrosion, chemicals/solvents, and rust. Making it the preferred material wherever frequent cleaning and sterilization are required.
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Chrome-Plated Steel

Economical and non-shedding material, ensuring cleanroom compatibility
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Powder-Coated Steel

Powder Coated Steel; More economical than stainless steel; offers excellent corrosion and chemical resistance while extending the life of the Steel
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ABS Plastic

ABS Plastic has very high impact strength and toughness along with excellent tensile strength and stiffness; Providing resistance to heat, most oils, acids, and alkalis.
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Nondissipative PVC

Safely conducts surface charges to ground, protects against particle aggregation, and has broad chemical resistance for easy sterilization.
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PCS Housing

Powder Coated Steel; More economical than stainless steel; offers excellent corrosion and chemical resistance while extending the life of the Steel
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PCS Housing, PVC Plumbing

Powder Coated Steel: More economical than stainless steel; offers excellent corrosion and chemical resistance.
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Polycarbonate

Polycarbonate offers visual clarity, high impact resistance, and thermal resistance (to 200°F / 93.3°C)
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Polymer

Polymer has a good resistance to chemicals; can be both a thermal and electrical insulator; Very light in weight while being strong and durable.
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PVC

Clear, chemical resistant
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Available ISO Ratings










	


ISO 5, ISO 6, ISO 7, ISO 8

63items




	


ISO 6, ISO 7, ISO 8

47items




	


ISO 7, ISO 8

45items




	


ISO 5

3items




	


ISO 7

27items




	


ISO 8

18items
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Maximum Temperature










	


149°C

1item




	


350°C

4items
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Final Filter Type










	


ULPA

2items
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Flow Rate










	


126 - 223 SCFH

1item
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Port Size










	


6"

2items




	


8"

30items




	


8.5"

1item




	


9"

5items




	


10"

30items




	


12"

5items




	


N/A

14items
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Manufactured by










	


Terra Universal

29items
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Model










	


ValuLine™

15items




	


BioSafe®

7items
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Port Shape










	


Oval

4items




	


Round

20items
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Glove Thickness










	


15 mil

27items




	


17 mil

2items




	


18 mil

19items




	


27 mil

6items




	


30 mil

7items




	


32 mil

1item




	


N/A

1item
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Hand Size










	


7

1item




	


8

16items




	


9

17items




	


10

18items




	


N/A

11items
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Glove Box Accessories
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Learn More





Different N2 Generator Options to Meet Your Needs 


Choose among 3 different sizes of portable nitrogen generator designs to meet your N2 requirements. Suitable for both industrial and commercial applications. 
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Learn More





Dual Purge™ and NitroWatch™ Work Together to Fully Automate RH Control 


Terra's Dual Purge™ and NitroWatch™ operate in tandem to precisely and automatically control the flow of nitrogen and maintain a preset humidity level (from ambient to 0% ± 1.5% RH), no matter how operating conditions may change. 
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Bellows Eyepiece Interface 


This cutout is sealed with a bellow-type diaphragm to allow viewing of a stereo microscope positioned inside any of Terra's stainless steel glove boxes. Standard cutout size is 8"W x 6"H (203 x 152mm). Specify desired location or custom size when ordering. 











Technical Resources
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Catalog 1 







catalog [pdf]


Terra Universal Gloveboxes vol 3 #19 


This mini-catalog features Terra's complete line of gloveboxes, including options for filtered isolation, containment, light-use (economical), temperature-control, nitrogen-purged and negative-pressure (vacuum), as well as customization options. 
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Glovebox Accessories
 This integrated system provides controlled heating and vacuum cycling of pharmaceuticals in multiple vacuum/nitrogen ovens.
 A sequence controller allows programming of up to 999 heating/vacuum cycles in up to 9 processing chambers. Each 1600W process oven is rated for 220°C heating and includes a high-limit thermostat to protect against overheating that could cause sublimation in chemical drying applications. Vacuum control modules for each chamber control pump operation to maintain the desired vacuum level (to 29.9" Hg). A refrigeration/condenser module reclaims vapors from the vacuum line to ensure trouble-free pump operation.
 A process gas controller backfills the heating chamber with a N2/CO2 gas mixture to ensure a clean, nonreactive drying environment. A Nitrogen Generator produces a continuous flow of 99.9% pure nitrogen from a compressed air feed for use in facilities without high-volume N2 supply.
 Application Requirements:
 	Temperature: Up to 220°C; refrigeration of vacuum line
	Humidity: Subambient to 0%RH (± 2% RH)
	Process Gas: N2/CO2 mixture
	Pressure: Up to 29.9" Hg vacuum
	Sequencing: Up to 99 heating/vacuum cycles in any of the process ovens

   [image: Glovebox Accessories]

 
 
 	Sequence Controller: Controls vacuum, heating, and gas purging cycles (up to 999 separate steps) in up to nine process chambers.
	Vacuum Control Module:Automatically controls and displays vacuum level.
	Vacuum/Nitrogen Oven: Heats to 220°C. Includes LED temperature readout and high-limit thermostat. Internal chamber: 14"W x 20"D x 14"H (356 mm x 508 mm x 356 mm). Operates on 120VAC, 60Hz.
	Refrigeration/Condenser Module: Reclaims vapor from the vacuum line to protect pump.
	Diaphragm Vacuum Pump: Rated for continuous duty.
	Oil-less Compressor: Feeds clean, compressed air to the Nitrogen Generator.
	Nitrogen Generator: Low-maintenance membrane separation system produces clean, dry nitrogen up to 99.9% pure.
	Process Gas Controller: Includes dual flowmeters to allow gas mixing and a control system that automatically backfills the heating chamber at the end of a vacuum cycle.
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 Receive 10% OFF your first order.








Continue













 Can't find what you're looking for?Tell us what you need and we'll build it!

 
  SUBMIT A QUICKQUOTE REQUEST
 


 





 [image: alt]
 On a tight schedule?
 WITH FASTRAK, YOU TELL US THE SHIP DATE
 
 





 Need Help?
   (714) 578-6100
  EMAIL  CHAT  Mon - Fri, 5:30am - 5:30pm PST
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TerraUniversal.com

Critical Environment Solutions®





















Pricing and specs are subject to change without notice. Call +1 (714) 578-6100 or read our terms and conditions for more information.







Terra Universal +1 (714) 578-6100

[email protected]

Hours Mon - Fri, 07:00 AM - 06:00 PM (Pacific Time)

800 S. Raymond Ave., Fullerton, CA 92831

More contact options




[image: ]     [image: ]     [image: ]     [image: ]     [image: ]






	
Information & Resources

	Product Manuals
	Resource Library
	Resources for Architects & Builders
	Ask an Engineer


	Catalogs
	Get a QuickQuote
	Price Checker
	Customer Survey



	
About Terra

	Contact Us
	Reps & Distributors
	International Partners
	About Terra
	Careers
	Do Not Sell My Personal Information











Subscribe




Be the first to hear about new products, usage tips, and sales events.
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Find an International or Domestic Terra Representative
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Source your lab and analytic equipment from our trusted sister site.
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