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[image: Shown: Narrow Profile Hood with optional wet station  |  1690-95 displayed]











Hoods for Wet Processing,Hoods for Wet Processing 


Hood; Vertical Laminar Flow, Wet Processing Station, Powder-Coated Steel, 100" W x 28" D x 89.5" H, 120 V












	Available ISO Ratings: ISO 7, ISO 8
	Dual HEPA Fan/Filter Units provide laminar flow of clean air to the work surface
	Powder-Coated frame includes static-dissipative PVC side panels
	Illumination system allows uninterrupted air flow
	Order filter/fan units, illumination system and work station separately
	Essential for Wet Processing applications



• Airflow Design: Vertical
• Depth: 28"
• Hood Design: Floor
• Filter Type: HEPA
• Frame Material: Powder-Coated Steel
• Height: 89.5"
• Inside Depth: 28"
• Inside Height: 74"
• Inside Width: 97"
• Light Fixture: LED
• Manufactured by: Terra Universal
• Max Opening: 74.5" H
• Model: Wet Processing Station
• Side Panels: Static-Dissipative PVC
• Sash Design: None
• Sash Height: N/A
• Sash Opening: N/A
• Width: 100"
• Work Area Dimensions: 97" W x 28" D x 74" H
• Unit of Measure: EA





Read more









[image: ULus Logo]
[image: WhisperFlow]
[image: BioSafe classic logo]
[image: ISO 7 Icon]






Terra Part #: 1690-95

Manufactured By: Terra Universal







Warranty: 1 year parts, 90 days labor 
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 Ductless Fume Hoods: An Alternative to Laboratory Exhaust Systems
   Exhaust Fume Filtration
 [image: alt] Activated charcoal, the most common purification filtration medium, adsorbs chemicals with a molecular weight above 30 and a boiling point above 60°C. Carbon filters are also effective with many other chemicals because of their particular molecular structure. 
 Adsorption takes place in the active filter zone, the small cross-section of the filter bed in which the material to be removed comes in contact with the filtering medium. This active filter zone moves upward as the filter becomes saturated (see illustration). When it reaches the filter's top surface, there is an initial breakthrough by the contaminant gas; thereafter the percentage of contaminant gas that escapes filtration increases until total saturation of the filter is reached. 
 Ductless fume hoods manufactured by Terra use activated carbon filters to eliminate most nuisance fumes and can be used in conjunction with HEPA filtration. For more hazardous chemicals like strong acids and bases, specialized Labconco filtered fume hoods can be equipped with a wider range of filters and include an array of safety sensors for breakthrough detection.
 
 
 Enhancing Filter Performance
   [image: alt]  To optimize filtration efficiency, any ductless exhaust fume system must ensure that the exhaust stream is exposed to the purification medium for an adequate time. Terra exhaust purification systems satisfy this condition in several ways.
  First, our specially selected impeller ventilators are designed to ensure the optimal linear velocity of the airstream—sufficient to maintain a negative pressure in the work area that prevents backflow, but low enough to allow adequate adsorption of fumes by the filtering medium. Our pre-filters also extend exposure time by reducing the airflow through the filter. 
 Monitoring Filter Effectiveness
  A ductless exhaust fume system needs to be monitored in two areas. The user must detect the period between initial contaminant breakthrough and the point at which the contaminant gas reaches the Threshold Limit Value (TLV) for that substance. The velocity of the airstream must also be monitored to ensure an adequate negative pressure and to detect ventilator failure. 
  Through periodic testing of the exhaust airstream, you can determine the useful filter life in your particular application and gauge filter effectiveness with an elapsed time meter. 
 An electronic airflow velocity monitor also helps users ensure safe, effective operation and provides an alarm when velocity falls below a user-defined threshold. 
 Put Safety First!
  Avoid filter use in applications involving very toxic substances, very high volumes of contaminants, and unknown or highly volatile chemical reactions. Always make sure that filters are promptly changed when the Threshold Limit Value (TLV) has been reached for any contaminant gases present.
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Terra Part # 1690-95




$4,391 













Usually ships in 20-30 business days
Want it faster ? Read about FasTrak
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1690-95
8027






Hood; Vertical Laminar Flow, Wet Processing Station, Powder-Coated Steel, 100" W x 28" D x 89.5" H, 120 V
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Details & Specs 





Product Details




	Available ISO Ratings: ISO 7, ISO 8
	Dual HEPA Fan/Filter Units provide laminar flow of clean air to the work surface
	Powder-Coated frame includes static-dissipative PVC side panels
	Illumination system allows uninterrupted air flow
	Order filter/fan units, illumination system and work station separately
	Essential for Wet Processing applications
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• Airflow Design: Vertical
• Depth: 28"
• Hood Design: Floor
• Filter Type: HEPA
• Frame Material: Powder-Coated Steel
• Height: 89.5"
• Inside Depth: 28"
• Inside Height: 74"
• Inside Width: 97"
• Light Fixture: LED
• Manufactured by: Terra Universal
• Max Opening: 74.5" H
• Model: Wet Processing Station
• Side Panels: Static-Dissipative PVC
• Sash Design: None
• Sash Height: N/A
• Sash Opening: N/A
• Width: 100"
• Work Area Dimensions: 97" W x 28" D x 74" H
• Unit of Measure: EA


• Dimensions, Product: 100" W x 28" D x 88" H
• Dimensions, Shipping: 107" W x 33" D x 96" H
• Electrical Specifications: 120 V, 15 A, 1,800 W, 1 Ph, 50/60 Hz
• Marks & Listings: UL, ULC
• Package Type: Crate
• Weight, Product: 715 lb
• Weight, Shipping: 790 lb
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Manuals & Resources 




Manuals & Resources



Blog Post


Laminar Flow Hood Features Comparison 






White Paper [pdf]


What Type of Fume Hood do I Specify? By Labconco 


Tips and considerations for choosing the best fume hood for your laboratory and applications. 






Tech Resource [pdf]


Stainless Steel Cleaning Guidelines 


This document explains how to properly clean and disinfect stainless steel products. 
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[image: BioSafe® WhisperFlow Vertical Laminar Flow Hood, one-piece design is free of cracks or crevices where germs colonize  |  1688-92B-48-SD displayed]




Group of 2 products


BioSafe® WhisperFlow® Benchtop Vertical Laminar Flow Hoods


From 

As low as

$3,820 



 



Some ship in 1 - 3 days









	 

 


[image: Automatic height adjusting tables fit perfectly inside free-standing laminar flow clean benches; helps isolate vibration from the fans mounted above the hood  |  3504-02A displayed]




Group of 36 products


Vertical Laminar Flow Hoods


From 

As low as

$6,682 



 



Some ship in 1 - 3 days









	 

 


[image: Horizontal Laminar Flow Stations provide an enclosed, HEPA-filtered ISO 5 work environment with stainless steel interior surfaces for easy-cleaning  |  9620-64A displayed]




Group of 5 products


Horizontal Laminar Flow Hoods


From 

As low as

$11,130 



 



Some ship in 1 - 3 days









	 

 


[image: ValuLine™ Vertical Laminar Flow Station includes HEPA filtration system to meet ISO 5 particle requirements and integrated work surface  |  2001-68 displayed]




Group of 8 products


ValuLine™ WhisperFlow® Vertical Laminar Flow Workstations


From 

As low as

$4,161 



 



Some ship in 1 - 3 days
































Other products you may find relevant




	 

 


[image: HEPA FFU with integrated LED light and static neutralizing ionizer, powder-coated steel construction  |  6601-PP-25 displayed]




Group of 12 products


Fan Filter Units with Integrated LED Light and Ionizers


From 

As low as

$2,241 



 



Some ship in 1 - 3 days









	 

 


[image: Enclosed Safety Shower provides full-body and eye wash while protecting the lab against water and chemical runoff  |  1530-50A displayed]




Group of 3 products


Enclosed Laboratory Safety Shower


From 

As low as

$3,748 



 



Some ship in 1 - 3 days









	 

 


[image: Lightweight 6-channel airborne particle counter with a sensitivity range from 0.2- 2.0 μm; ideal for spot-checking critical environments and cleanrooms]




Group of 4 products


Lighthouse Handheld Airborne Particle Counters by LWS


From 

As low as

$4,139 



 



Some ship in 5 - 10 days









	 

 


[image: Provides safe, convenient high-pressure dispensing of Nitrogen  |  2002-21 displayed]





Nitrogen Spray Gun, 1/4"NPT, natural





$344 


 



Usually Ships in 1 - 3 days









	 

 


[image: Modular Three Drawer Unit; Stainless Steel 6"H, 6"H & 6"H  |  1741-24 displayed]




Group of 7 products


Modular Work Station Drawers


From 

As low as

$266 



 



Some ship in 1 - 3 days









	 

 


[image: ISO-Rated mirror provides a visual self-check to enhance compliance with gowning protocol  |  5252-74 displayed]




Group of 3 products


BioSafe® Cleanroom Mirrors with Integrated LED


From 

As low as

$1,192 



 



Some ship in 20 - 25 days









	 

 


[image: Bellows eyepiece for microscopes  |  1681-53 displayed]





Bellows-Type Microscope Eyepiece Interface





$285 


 



Usually Ships in 1 - 3 days









	 

 


[image: Multi-Spectral IR electro-optical flame detector system senses all hydrocarbon and Non-hydrocarbon fire  |  6704-26 displayed]





Fire Detection Multi-Spectral IR Flame Detector; Installed in Modular Cleanroom





$3,746 


 



Usually Ships in 1 - 3 days









	 

 


[image: Multi-Spectral IR electro-optical flame detector system senses all hydrocarbon and Non-hydrocarbon fire  |  6704-26 displayed]





Fire Detection PLC Controller; Installed in Modular Cleanroom





$2,598 


 



Usually Ships in 5 - 7 days









	 

 


[image: Detects and measures hazardous gases and vapors  |  9002-00 displayed]





Toxic Gas Detector System





$740 


 



Usually Ships in 1 - 3 days









	 

 


[image: Universal Tool Kit allows accurate dressing, tuning and other manipulation of wire bonds, gold ribbon and other microelectronic components  |  9300-35 displayed]





Tool Kit, Universal





$373 


 



Usually Ships in 0 - 6 days









	 

 


[image: Measures average air velocity for multi-points  |  5401-16 displayed]





Airflow Meter; Digital, Handheld, CFM Master II w/Hard Case





$240 


 



Usually Ships in 5 - 7 days









	 

 


[image: Specify sprinkler location in accordance with local fire code  |  6600-90 displayed]





Sprinkler Head; for Cleanroom Fire Suppression System





$471 


 



Usually Ships in 10 - 14 days









	 

 


[image: CompuFlow® Thermo Anemometer measures velocity, volume, temperature, and humidity without changing probes  |  3302-00A displayed]





Anemometer; Digital, Velometer Thermal Anemometer, CompuFlow





$2,244 


 



Usually Ships in 5 - 10 days









	 

 


[image: Qualification Documentation (IQ/OQ) for Terra Universal System]





Qualification Documentation (IQ/OQ) for Terra Universal System
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[image: HEPA-filtered FFU coverage provides ISO rated mini-cleanroom environment  |  1870-03B displayed]




Group of 16 products


Softwall CleanBooth™ Vertical Laminar Flow Stations


From 

As low as

$3,162 



 



Some ship in 1 - 3 days









	 

 


[image: Stackable portable plastic desiccator dry box chambers maintain clean, dry environment during parts transit  |  9302-20B displayed]




Group of 5 products


Portable Desiccator Dry Boxes


From 

As low as

$451 



 



Some ship in 1 - 3 days









	 

 


[image: Squeegee blades are precision-molded from polyurethane, suitable for use in a wide range of screen printers.  |  8101-01 displayed]




Group of 40 products


Squeegee Blades


From 

As low as

$24 



 



Some ship in 1 - 3 days









	 

 


[image: Toxic Gas, Organic Compund, Detector Tubes]




Group of 30 products


Toxic Gas, Organic Compund, Detector Tubes


From 

As low as

$100 



 



Some ship in 1 - 3 days









	 

 


[image: Sure-Grip EX safety can storage cabinets protect workers, reduce fire risks, and improve productivity by storing hazardous liquids in high performance  |  2820-00A displayed]




Group of 10 products


Sure-Grip® Flammable Liquid EX Safety Can Storage Cabinets from Justrite


From 

As low as

$1,043 



 



Some ship in 3 - 5 days









	 

 


[image: Undercounter Flammable safety cabinets by Justrite includes dual vents with flame arresters located in the back  |  1619-95 displayed]




Group of 8 products


Sure-Grip® EX Undercounter Flammable Safety Cabinets by Justrite


From 

As low as

$1,033 



 



Some ship in 8 - 12 days









	 

 


[image: Yellow Slimline safety cabinets by Justrite are fire resistant double wall, air insulated and welded steel construction  |  1619-90 displayed]




Group of 3 products


Yellow Slimline Safety Cabinets by Justrite


From 

As low as

$1,138 



 



Some ship in 8 - 12 days









	 

 


[image: Sure-Grip EX deep SlimLine safety cabinets provides OSHA-, NFPA-compliant protection and containment of flammable materials  |  1618-21 displayed]




Group of 10 products


Sure-Grip® EX Deep Slimline Safety Cabinets by Justrite


From 

As low as

$1,858 



 



Some ship in 8 - 12 days









	 

 


[image: Corrosive Storage by Justrite features two manual stainless steel doors with 3-point stainless steel bullet latching system  |  2820-09A displayed]




Group of 4 products


Corrosive Storage Cabinets by Justrite


From 

As low as

$1,318 



 



Some ship in 8 - 12 days









	 

 


[image: The MET ONE HHPC 6+ is a full-featured, six-channel handheld particle counter  |  1505-50 displayed]




Group of 4 products


MET ONE Handheld Air Particle Counters by Beckman Coulter


From 

As low as

$2,163 



 



Some ship in 3 - 5 days









	 

 


[image: PureFlow Laminar Transport Cart system provides an uninterrupted vertical laminar flow of HEPA-filtered air in the storage area  |  1529-68 displayed]




Group of 3 products


PureFlow™ Laminar Flow Transport Carts


From 

As low as

$16,270 



 



Some ship in 1 - 3 days









	 

 


[image: Granite vibration isolators are ideal for precision electronic weighing scales, and microscopes  |  1580-20 displayed]




Group of 4 products


Granite Isolators


From 

As low as

$863 



 



Some ship in 5 - 7 days









	 

 


[image: This Ionizing Blow-off Gun neutralizes static surface charges and removes particles with a burst of clean air or nitrogen  |  2005-55 displayed]




Group of 2 products


Cleanroom Ionizing Blow-Off Gun


From 

As low as

$964 



 



Some ship in 1 - 3 days









	 

 


[image: Polypropylene chemical transport cart with 12 compartments to transfer 1-gallon jugs and bottles filled with acids and other corrosives  |  3401-00 displayed]




Group of 9 products


Chemical Transport Carts


From 

As low as

$1,559 



 



Some ship in 1 - 3 days









	 

 


[image: ErgoHeight™ tables provide a 15" range of vertical motion; all-stainless steel construction for  |  3504-00A displayed]




Group of 21 products


ErgoHeight™ Electric Height Adjustable Cleanroom Workstations


From 

As low as

$1,705 



 



Some ship in 1 - 3 days


































Buy Accessories 





Buy Accessories 



	 



 


[image: Shown: Vacupass installed in the interior wall of a biosafety cabinet  |  4642-49 displayed]




Vacu-Pass; Cord and Cable Port Kit, 3.5"Dia x 2.875"L




Quick Ship+




822 in stock

 





$213 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Service; UL Listing Declaration, for Laminar Flow and Fume Hoods]




Service; UL Listing Declaration, for Laminar Flow and Fume Hoods
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[image: FasTrak 24-7 Expediting Service]




FasTrak 24-7 Expediting Service


 




Request Quote
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+ Quote












	 



 


[image: White Glove Freight Service]




White Glove Freight Service


 




Request Quote
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[image: Equipment Testing]




Equipment Testing


 




Request Quote
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[image: High Efficiency Particle Filter is rated  99.99% efficient @ 0.3 µm diameter particles  |  6601-25 displayed]




Filter; HEPA, 2'x4', Aluminum, Rated 99.99% efficient




Quick Ship+




2473 in stock

 





$616 


 
Increase Down

Increase Up







+ Cart


+ Quote




























Narrow Profile Vertical Laminar Flow Hood
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Standard Features

	

A
Fluorescent light
Fluorescent light standard, UV sterilization bulbs available




	

B
Side panels
Side panels, made of static-dissipative PVC, enhance laminar flow




	

B
Nylon Levelers
Steel-reinforced nylon levelers resist most chemicals









Optional Features

	

1
Fan Filter Unit
Select HEPA or ULPA fan/filter modules to provide a laminar flow of clean air




	

2
Range of Work Surfaces
Work surfaces available in many sizes and materials. Two-piece design isolates fan vibration




	

3
Optional Wet Processing Station
Shown with optional Wet Processing Station




















Hoods for Wet Processing



	


[image: Narrow-Profile Verticle Laminar Flow Hood]

Narrow-Profile Verticle Laminar Flow Hood


















[image: Narrow-Profile Verticle Laminar Flow Hood]





Space-saving, narrow-profile design accommodates baths, rinsers, cleaners, and processing modules.
Narrow-Profile Verticle Laminar Flow Hood
Space-saving, narrow-profile design accommodates baths, rinsers, cleaners, and processing modules.




















Features and Benefits


Learn More: Common Hood Applications
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 Adapting Common Laboratory Hoods for Specialty Purposes
  Most hoods designed for specialty applications are derived from standard laboratory configurations (e.g. laminar flow and fume hoods) adapted to specific requirements. 


 
 PCR Workstations
  [image: alt] 


 Polymerase chain reaction (PCR) is a common technique used in molecular biology to exponentially amplify a target region of DNA or RNA. PCR can turn a single piece of DNA into more than a million pieces in the matter of hours. Unfortunately, a single piece of contaminating DNA can also be amplified, making it extremely important that researchers work within a sterilized area that prevents cross contamination of samples.
 PCR workstations were designed to minimize this problem. Adapted from laminar flow hoods, PCR workstations provide HEPA-filtered, sterile air within the hood. These hoods are outfitted with UV-C germicidal lights to disinfect the work surface when the hood is not in use. The lights are also placed on a timer to reduce the risk of UV exposure. In addition to its germicidal properties, UV-C light also causes breaks in strands of DNA that prevent the DNA from being amplified during PCR. Therefore, the UV-C light also serves to prevent carry-over contamination from previous experiments.

 
 Explosion-Proof Hoods
  [image: Explosion Proof Vertical Laminar Flow Hood in Use] 


 Explosion-proof hoods are a variation of either the laminar flow or exhaust fume hood, designed for work involving potentially flammable material. The conventional motor of the hood is replaced by an NEC Division I-rated non-sparking motor, mounted in a cast-iron, explosion-proof housing. In addition, the hood features an explosion-proof light, and all wiring is encased in filled rigid conduit. 
 These hoods bear an NEC sub-rating: Division I, Class 1 indicates suitability for use where flammable materials are generally present, and Division I, Class 2 indicates suitability for use when such materials are only intermittently present.

 
 Balance Enclosures
   [image: Labconco RXPert Double Filtered Balance System with Model] 


 Weighing dry powder chemicals is a routine laboratory task. Weighing procedures frequently result in some of the powder becoming airborne irritants – and potentially toxic threats – to lab personnel. Balance enclosures minimize this danger.
 They are essentially ductless fume hoods with a few minor modifications. These negative pressure enclosures direct air from outside the hood through a HEPA filtration system before it is returned to the room. The HEPA filtration system is 99.99% effective in removing particles as small as 0.3 microns in diameter from the air, virtually eliminating the risk of personnel exposure. The front sash of the balance enclosure opens upward, allowing easy transfer of balances into and out of the enclosure.

 
 Nanoparticle Enclosures
   [image: xpert nano enclosure ionization illustration] 


 These enclosures are essentially balance enclosures that use an ULPA filter, which is 99.995% efficient in removing particles as small as 0.12 microns, to contain the much smaller particles generated during nanomaterial processing. 
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Products Compliant With Your ISO Rating 

Provide Terra with your desired ISO rating. We will tailor the product to meet your rating and supply a certificate of compliance appended to your invoice, to be included in your compliance package. All certificates are archived in Terra's system for quick retrieval.








[image: ]





Long Running FFU Motors 

Terra’s filter fan unit motors are rated for 5 years of continuous, 24/7 operation, if the HEPA filters are consistently replaced. To accurately monitor your HEPA filter’s saturation levels, purchase Terra’s audible and visual filter replacement alarm system.








[image: ]





Recessed Lighting and Optional UV-C Sterilization 

Included recessed light fixture simplifies cleaning and minimizes airflow disruptions (shown next to optional UV sterilization bulb).








[image: ]





Touchscreen Control Panel 

PLC control panel provides control of fan speed, lights, and motorized shield; digital gauge monitors backpressure and issues alerts when filter(s) need replacement








[image: ]





Room-Side Replaceable HEPA Filter 

To simplify filter replacement, HEPA filters can be removed and replaced while the FFU remains installed; the gel-sealed filter seats securely against the "knife-edge" on the blower housing to form a tight seal.








[image: ]





Vertical Flow of HEPA-Filtered Air Meets ISO 5 Particle Requirements 

Side panels and access shield optimize unidirectional flow of HEPA-filtered air; advanced baffling technology ensures uniform face velocity to meet ISO 5 particle requirements.








[image: ]





Motorized Access Shield 

Motorized access shield, included on select models, enhances laminar flow and protects operator from chemical fumes and other environmental nuisances.








[image: ]





Integrated Stands Isolates Hood from Work Surface 

Built-in stand with dissipative PVC side panels allows VLF Stations to be positioned over any table or processing equipment without transferring hood vibration to work surface (shown integrated with optional modular wet station).








[image: ]





Clean and Durable Powder Coat Finish 

Terra’s signature white powder coat finish provides a high quality, durable barrier to protect against corrosion, plus a clean and attractive aesthetic. The advanced heat-fused formulation exceeds ASTM and ISO paint standards to resist chipping, scratching, fading, and wearing.
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WhisperFlow Quiet Operation Reduces Distracting Background Noise 

Exposure to loud noises can lower the ability to focus on work and listen selectively, which may also lead to safety issues. Typical AC units can be annoyingly loud, measuring in the range of 70 dB (comparable to a vacuum cleaner). Terra’s WhisperFlow design produces far lower noise levels for a quiet environment comparable to a library. At 90 ft/min output, units measure under 50 dB from only 1 ft away (roughly 75% quieter than 70dB).








[image: ]





Continuous Product Improvement 

At Terra, we strive to develop and produce the highest quality products for our customers to improve health, safety, performance, and yields. Our product quality is enabled by high-grade manufacturing equipment and processes, 45 years of engineering and application expertise, and our commitment to continuously improve.
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Long-Term Customers 

Terra is committed to building long-term relationships with satisfied clients; 94% of orders each year come from repeat customers








[image: ]





4,000 Worldwide Cleanrooms 

Since 1976, Terra has designed and manufactured over 4,000 cleanrooms for companies at the leading edge of high technology











Popular Accessories

For a full list of accessories, select a product then click Choose Accessories on that product page.



	



[image: PCR Work Station Ultra Violet Germicide Lamp]








UV Germicidal Lamp 

The V-Ray germicidal UV lamp is installed within a Terra hood to inhibit microbial growth on the work surface






	



[image: Ionizing Bar Mounted on Vertical Laminar Flow Hood]




Learn More






Static-Neutralizing Ionizing Bar 

Airflow from the blower distributes positive and negative ions onto the surfaces below, neutralizing static charges that can lead to electro-static discharge and attract particles.






	



[image: High Efficiency Particulate Air filter]








HEPA Filters Capture Micro-Contaminants 

HEPA (High-Efficiency Particulate Air) Filters rated 99.99% efficient with particles 0.3 microns and larger in diameter.






	



[image: Lighthouse Handheld Airborne Particle Counters]




Learn More






Lighthouse Handheld Airborne Particle Counters 

Lightouse portfolio of handheld airborne particle counters ensure accurate readings of cleanrooms and critical environments






	



[image: Stainless Steel Solid Top Work Table]








Isolated Work Surfaces in Many Materials 

Tables in many styles and materials, including dissipative laminate, chemical-resistant polypropyene and epoxy resin, are isolated from hood to reduce vibration (shown: solid stainless steel top with adjustable powder-coated legs).






	



[image: Stainless Steel Drawer Unit Mounted to Cleanroom Table]








Work Station Drawers 

Available in ABS plastic or stainless steel, these cleanroom-compatible drawers come in a number of sizes and drawer configurations (6” top drawer and 6” bottom drawer shown).






	



[image: Vertical Laminar Flow Explosion-Proof Hood]




Learn More






Explosion-Proof Fan Filter Unit for Hood 

UL-listed, NEC Class I, Division 1 Explosion Proof fan/filter unit provides HEPA filtration where solvent vapors, dust and other flammable hazards are present; all conduit and switches also meet explosion-proof requirements.






	



[image: Explosion-Proof 40W LED Light Installed in Fume Hood]








Explosion-Proof 40W LED Light 

UL-listed for Class I, Division 1 and 2, Groups C and D areas, this low profile LED light produces 3,600 lumens and operates from 120 to 277VAC, 50/60Hz. The heat-dissipating housing increases the efficiency and lifespan of the LEDs.






	



[image: Explosion-Proof Power Switches]








Explosion-Proof Power Switches 

UL-rated explosion-proof switches are connected to the lights and blowers using specialized conduit with potted fittings. All electrical components are sealed to eliminate potential ignition points.













Products similar to this one




	 

 


[image: BioSafe® WhisperFlow Vertical Laminar Flow Hood, one-piece design is free of cracks or crevices where germs colonize  |  1688-92B-48-SD displayed]




Group of 2 products


BioSafe® WhisperFlow® Benchtop Vertical Laminar Flow Hoods


From 

As low as

$3,820 



 



Some ship in 1 - 3 days









	 

 


[image: Automatic height adjusting tables fit perfectly inside free-standing laminar flow clean benches; helps isolate vibration from the fans mounted above the hood  |  3504-02A displayed]




Group of 36 products


Vertical Laminar Flow Hoods


From 

As low as

$6,682 



 



Some ship in 1 - 3 days









	 

 


[image: Horizontal Laminar Flow Stations provide an enclosed, HEPA-filtered ISO 5 work environment with stainless steel interior surfaces for easy-cleaning  |  9620-64A displayed]




Group of 5 products


Horizontal Laminar Flow Hoods


From 

As low as

$11,130 



 



Some ship in 1 - 3 days









	 

 


[image: ValuLine™ Vertical Laminar Flow Station includes HEPA filtration system to meet ISO 5 particle requirements and integrated work surface  |  2001-68 displayed]




Group of 8 products


ValuLine™ WhisperFlow® Vertical Laminar Flow Workstations


From 

As low as

$4,161 



 



Some ship in 1 - 3 days
































Other products you may find relevant




	 

 


[image: HEPA FFU with integrated LED light and static neutralizing ionizer, powder-coated steel construction  |  6601-PP-25 displayed]




Group of 12 products


Fan Filter Units with Integrated LED Light and Ionizers


From 

As low as

$2,241 



 



Some ship in 1 - 3 days









	 

 


[image: Enclosed Safety Shower provides full-body and eye wash while protecting the lab against water and chemical runoff  |  1530-50A displayed]




Group of 3 products


Enclosed Laboratory Safety Shower


From 

As low as

$3,748 



 



Some ship in 1 - 3 days









	 

 


[image: Lightweight 6-channel airborne particle counter with a sensitivity range from 0.2- 2.0 μm; ideal for spot-checking critical environments and cleanrooms]




Group of 4 products


Lighthouse Handheld Airborne Particle Counters by LWS


From 

As low as

$4,139 



 



Some ship in 5 - 10 days









	 

 


[image: Provides safe, convenient high-pressure dispensing of Nitrogen  |  2002-21 displayed]





Nitrogen Spray Gun, 1/4"NPT, natural





$344 


 



Usually Ships in 1 - 3 days









	 

 


[image: Modular Three Drawer Unit; Stainless Steel 6"H, 6"H & 6"H  |  1741-24 displayed]




Group of 7 products


Modular Work Station Drawers


From 

As low as

$266 



 



Some ship in 1 - 3 days









	 

 


[image: ISO-Rated mirror provides a visual self-check to enhance compliance with gowning protocol  |  5252-74 displayed]




Group of 3 products


BioSafe® Cleanroom Mirrors with Integrated LED


From 

As low as

$1,192 



 



Some ship in 20 - 25 days









	 

 


[image: Bellows eyepiece for microscopes  |  1681-53 displayed]





Bellows-Type Microscope Eyepiece Interface





$285 


 



Usually Ships in 1 - 3 days









	 

 


[image: Multi-Spectral IR electro-optical flame detector system senses all hydrocarbon and Non-hydrocarbon fire  |  6704-26 displayed]





Fire Detection Multi-Spectral IR Flame Detector; Installed in Modular Cleanroom





$3,746 


 



Usually Ships in 1 - 3 days









	 

 


[image: Multi-Spectral IR electro-optical flame detector system senses all hydrocarbon and Non-hydrocarbon fire  |  6704-26 displayed]





Fire Detection PLC Controller; Installed in Modular Cleanroom





$2,598 


 



Usually Ships in 5 - 7 days









	 

 


[image: Detects and measures hazardous gases and vapors  |  9002-00 displayed]





Toxic Gas Detector System





$740 


 



Usually Ships in 1 - 3 days









	 

 


[image: Universal Tool Kit allows accurate dressing, tuning and other manipulation of wire bonds, gold ribbon and other microelectronic components  |  9300-35 displayed]





Tool Kit, Universal





$373 


 



Usually Ships in 0 - 6 days









	 

 


[image: Measures average air velocity for multi-points  |  5401-16 displayed]





Airflow Meter; Digital, Handheld, CFM Master II w/Hard Case





$240 


 



Usually Ships in 5 - 7 days









	 

 


[image: Specify sprinkler location in accordance with local fire code  |  6600-90 displayed]





Sprinkler Head; for Cleanroom Fire Suppression System





$471 


 



Usually Ships in 10 - 14 days









	 

 


[image: CompuFlow® Thermo Anemometer measures velocity, volume, temperature, and humidity without changing probes  |  3302-00A displayed]





Anemometer; Digital, Velometer Thermal Anemometer, CompuFlow





$2,244 


 



Usually Ships in 5 - 10 days









	 

 


[image: Qualification Documentation (IQ/OQ) for Terra Universal System]





Qualification Documentation (IQ/OQ) for Terra Universal System




Request Quote


 









	 

 


[image: HEPA-filtered FFU coverage provides ISO rated mini-cleanroom environment  |  1870-03B displayed]




Group of 16 products


Softwall CleanBooth™ Vertical Laminar Flow Stations


From 

As low as

$3,162 



 



Some ship in 1 - 3 days









	 

 


[image: Stackable portable plastic desiccator dry box chambers maintain clean, dry environment during parts transit  |  9302-20B displayed]




Group of 5 products


Portable Desiccator Dry Boxes


From 

As low as

$451 



 



Some ship in 1 - 3 days









	 

 


[image: Squeegee blades are precision-molded from polyurethane, suitable for use in a wide range of screen printers.  |  8101-01 displayed]




Group of 40 products


Squeegee Blades


From 

As low as

$24 



 



Some ship in 1 - 3 days









	 

 


[image: Toxic Gas, Organic Compund, Detector Tubes]




Group of 30 products


Toxic Gas, Organic Compund, Detector Tubes


From 

As low as

$100 



 



Some ship in 1 - 3 days









	 

 


[image: Sure-Grip EX safety can storage cabinets protect workers, reduce fire risks, and improve productivity by storing hazardous liquids in high performance  |  2820-00A displayed]




Group of 10 products


Sure-Grip® Flammable Liquid EX Safety Can Storage Cabinets from Justrite


From 

As low as

$1,043 



 



Some ship in 3 - 5 days









	 

 


[image: Undercounter Flammable safety cabinets by Justrite includes dual vents with flame arresters located in the back  |  1619-95 displayed]




Group of 8 products


Sure-Grip® EX Undercounter Flammable Safety Cabinets by Justrite


From 

As low as

$1,033 



 



Some ship in 8 - 12 days









	 

 


[image: Yellow Slimline safety cabinets by Justrite are fire resistant double wall, air insulated and welded steel construction  |  1619-90 displayed]




Group of 3 products


Yellow Slimline Safety Cabinets by Justrite


From 

As low as

$1,138 



 



Some ship in 8 - 12 days









	 

 


[image: Sure-Grip EX deep SlimLine safety cabinets provides OSHA-, NFPA-compliant protection and containment of flammable materials  |  1618-21 displayed]




Group of 10 products


Sure-Grip® EX Deep Slimline Safety Cabinets by Justrite


From 

As low as

$1,858 



 



Some ship in 8 - 12 days









	 

 


[image: Corrosive Storage by Justrite features two manual stainless steel doors with 3-point stainless steel bullet latching system  |  2820-09A displayed]




Group of 4 products


Corrosive Storage Cabinets by Justrite


From 

As low as

$1,318 



 



Some ship in 8 - 12 days









	 

 


[image: The MET ONE HHPC 6+ is a full-featured, six-channel handheld particle counter  |  1505-50 displayed]




Group of 4 products


MET ONE Handheld Air Particle Counters by Beckman Coulter


From 

As low as

$2,163 



 



Some ship in 3 - 5 days









	 

 


[image: PureFlow Laminar Transport Cart system provides an uninterrupted vertical laminar flow of HEPA-filtered air in the storage area  |  1529-68 displayed]




Group of 3 products


PureFlow™ Laminar Flow Transport Carts


From 

As low as

$16,270 



 



Some ship in 1 - 3 days









	 

 


[image: Granite vibration isolators are ideal for precision electronic weighing scales, and microscopes  |  1580-20 displayed]




Group of 4 products


Granite Isolators


From 

As low as

$863 



 



Some ship in 5 - 7 days









	 

 


[image: This Ionizing Blow-off Gun neutralizes static surface charges and removes particles with a burst of clean air or nitrogen  |  2005-55 displayed]




Group of 2 products


Cleanroom Ionizing Blow-Off Gun


From 

As low as

$964 



 



Some ship in 1 - 3 days









	 

 


[image: Polypropylene chemical transport cart with 12 compartments to transfer 1-gallon jugs and bottles filled with acids and other corrosives  |  3401-00 displayed]




Group of 9 products


Chemical Transport Carts


From 

As low as

$1,559 



 



Some ship in 1 - 3 days









	 

 


[image: ErgoHeight™ tables provide a 15" range of vertical motion; all-stainless steel construction for  |  3504-00A displayed]




Group of 21 products


ErgoHeight™ Electric Height Adjustable Cleanroom Workstations


From 

As low as

$1,705 



 



Some ship in 1 - 3 days
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On a tight schedule? Choose FasTrak 24/7 Priority Service to help meet your critical schedule for Terra-manufactured products, either before or after your order is placed.*

	FasTrak 24/7 provides a 24/7 commitment to meet the shipping date YOU specify, regardless of quoted lead times.
	FasTrak 24/7 assigns a dedicated production team plus a dedicated senior expeditor working three shifts to meet your delivery specification.
	FasTrak 24/7 guarantees* to meet the agreed-to specified ship date.


Call for pricing. FasTrak service fees cover costs of additional services only, without additional profit.

 * Terra's FasTrak services limited guarantee: to ship on the ESD or date specified OR to refund up to 100% of FasTrak charges. This guarantee covers no direct, special, consequential or other damages and is strictly limited to up to 100% of the amount paid for FasTrak service. When a specified ship date is missed due to factors outside Terra's control (vendor performance, deliveries by shipping companies, etc.) and random factors such as accidents, the credit of up to 100% of the FasTrak 24/7 may not apply. FasTrak service requested after order placement will be quoted and accepted based on available time remaining before required ship date.
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TerraUniversal.com

Critical Environment Solutions®





















Pricing and specs are subject to change without notice. Call +1 (714) 578-6100 or read our terms and conditions for more information.







Terra Universal +1 (714) 578-6100

[email protected]

Hours Mon - Fri, 07:00 AM - 06:00 PM (Pacific Time)

800 S. Raymond Ave., Fullerton, CA 92831

More contact options
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