








The store will not work correctly in the case when cookies are disabled.


        
            
                
                    JavaScript seems to be disabled in your browser.
                    
                        For the best experience on our site, be sure to turn on Javascript in your browser.                    
                

            

        

    





	

[image: ]




	Get a QuickQuote
	Free Consultation +1 (714) 578-6100
	Track Order 
Sorry, no orders are open for tracking






	

Login or register 

	Contact Us




Menu

[image: Terra Universal Home]


[image: Terra Universal Home]


Search





Search









Products 





Terra Universal







Laboratory-Equipment












Resources 





Terra Universal







Laboratory-Equipment















Terra Universal 


























Search









 



Menu 






[image: ]






	
BrowseProducts

	IMAGE BROWSE BY PRODUCT CATEGORY
	 Air Showers & Tunnels
	 BioSafe Universal Hoods
	 Biosafety Cabinets
	 Carts
	 Chairs & Stools
	 Chemical Storage & Lab Safety
	 Cleanroom Equipment & Furniture
	 Cleanroom Supplies & Garments
	 Cleanroom Windows
	 Cleanrooms
	 Desiccators & Desiccator Cabinets
	 ErgoHeight Workstations Video
	 Fan/Filter Units
	 Featured Products
	 Fume Hoods
	 Glove Boxes & Isolators
	 Hardware & Materials
	 HEPA & ULPA Filters
	 Hygienic Doors
	 Ion Guns & Ionizers
	 Laminar Flow Hoods & Clean Benches
	 Particle Counters & Environmental Measuring Devices
	 Pass Throughs
	 Raw Material
	 Sealers
	 Services
	 Storage & Shelving
	 Surgical Suite Equipment
	 Tools & Tweezers
	 Ultrasonic & Vacuum Cleaners, UV Sterilizers
	 Vaccine Storage Equipment
	 Vacuum Chambers
	 Vacuum Pumps & Compressors
	 Wet Stations
	 Workstations & Tables
	Request a QuickQuote
	Price Checker





	
Applications

	
Sterile and Non-Sterile Compounding

	
Architects & Builders

	
Semiconductor Manufacturing Equipment

	
Washing & Sterilization Equipment

	
EV Battery Fabrication

	
3D Printing Equipment

	
Medical Device & Pharmaceutical Packaging

	
Nutraceutical Manufacturing Quality Control

	
Polymerase Chain Reaction - PCR

	
Quality Control Laboratory Equipment

	
New Lab Setup

	
Exam Room Equipment & Furnishings

	
Hospital Physician Office Lab Equipment

	
Surgical Suite & Operating Room Equipment

	
Outpatient Clinic Equipment Supplies

	
Cannabis

	
Tissue Culture

	
Burn Center

	
Data Centers








	Technical Resources

	Product Manuals
	Resource Library
	Resources for Architects & Builders
	Tech Blog
	Catalogs
	Ask an Engineer
	Request a QuickQuote





	Gallery
	Design My Cleanroom 3D

	Model your cleanroom in four steps, see 3D model and rough cost estimate, save model, share it all with colleagues








	

Login or Register 


	View Catalogs
	Get a QuickQuote
	About Us
	Contact Us


	+1 (714) 578-6100
Hours Mon - Fri, 07:00 AM - 06:00 PM (Pacific Time)




 
Units


US

	

US

	

Metric











Account 



 











Cart




























Quote





























	

Home 

	

Glove Boxes & Isolators 

	

Low Oxygen Glove Box Isolators by Shel Labs 

	

3900-PP-07 

	
3900-82










































[image: Heavy Duty Stainless Steel Bactron300 Anaerobic Glove Box includes 17.6 cu. ft. of work space  |  3900-82 displayed]











Low Oxygen Glove Box Isolators by Shel Labs 


Glovebox; Anaerobic, Bactron300, 62.3" W x 32" D x 27.6" H, 2 Glove Ports, 120 V












	Gloveless design: patented cuffs seal around operator's arms for bare-hand specimen processing
	Ergonomic arm ports expand range-of-motion, reduce operator fatigue
	Control panels displays operating conditions, saves pre-programmed sequences
	Automatic pressure control maintains positive pressure at 3" W.C.
	Includes: vacuum pump, AMG regulator, sleeve assembly, 8 petri racks, installation and training workshop (for USA orders only)



• Chamber Width: 42.5"
• Chamber Depth: 28.9"
• Incubator Volume: 1.4 ft³
• Chamber Volume: 16 ft³
• Chamber Height: 25"
• Maximum Working Height: 25"
• Exterior Material: Finished Steel
• Chamber Dimensions: 42.5"W x 28.9"D x 25"H
• Control Type: Anaerobic
• Interior Material: Stainless Steel
• Window Material: Acrylic
• Number of Glove Ports: 2
• Unit of Measure: EA





Read more















Manufacturer SKU: BACTRON300

Manufactured By: Shel Labs








Warranty: 1 Year 
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(714) 578-6100

Hours Mon - Fri, 07:00 AM - 06:00 PM (Pacific Time)
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Terra Part # 3900-82




$18,354 













Usually ships in 18-24 business days
Want it faster ? Read about FasTrak
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57687






Glovebox; Anaerobic, Bactron300, 62.3" W x 32" D x 27.6" H, 2 Glove Ports, 120 V
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Details & Specs 





Product Details




	Gloveless design: patented cuffs seal around operator's arms for bare-hand specimen processing
	Ergonomic arm ports expand range-of-motion, reduce operator fatigue
	Control panels displays operating conditions, saves pre-programmed sequences
	Automatic pressure control maintains positive pressure at 3" W.C.
	Includes: vacuum pump, AMG regulator, sleeve assembly, 8 petri racks, installation and training workshop (for USA orders only)

	Capacity: 300 plated cultures
	Overtemperature Alarm: Yes
	Temperature Range: 5°C above ambient to 70; Temperature Uniformity: +/- 0.5°C at 70 °C
	Incubator Interior Dimensions: 36”W x 8.7”D x 8”H (915 x 221 x 203 mm)
	Airlock Interior Dimensions: 12”W x 13.5”D x 12”H (305 x 343 x 305 mm)
	Optional start-up kit includes: Anatox odor control, work surface cleaner (Benzalkonium Chloride), spare gasket, scratch remover, plexiglass window cleaner, anaerobic indicator strips, spare o-ring and replacement latex cuffs
	Product categorized by the Export Administration Regulations (EAR) under Export Control Classification Number (ECCN) 2B352: Biological Processing Equipment.  Export of this product outside of the United States may require a license to be obtained by the exporter, unless the client holds an active license exemption.  Any fees associated with obtaining an export license will be borne by the customer.

 


Show more






• Chamber Width: 42.5"
• Chamber Depth: 28.9"
• Incubator Volume: 1.4 ft³
• Chamber Volume: 16 ft³
• Chamber Height: 25"
• Maximum Working Height: 25"
• Exterior Material: Finished Steel
• Chamber Dimensions: 42.5"W x 28.9"D x 25"H
• Control Type: Anaerobic
• Interior Material: Stainless Steel
• Window Material: Acrylic
• Number of Glove Ports: 2
• Unit of Measure: EA


• Marks & Listings: CE, UL, ULC, TUV, CUE
• Electrical Specifications: 120 V, 11 A, 1,320 W, 50/60 Hz
• Dimensions, Product: 62.3" W x 32" D x 27.6" H
• Weight, Shipping: 324 lb
• Package Type: Palletized








Show more
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[image: SEA-III Class III Biological Safety Cabinet 3 Port Glovebox  |  5607-26 displayed]





Biosafety Cabinet: SEA-III Class III, 316 SS, 76" W x 25" D x 38" H, 3 Glove Ports, Germfree, 120 V
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Usually Ships in 22 - 28 days




Add to Cart
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[image: Design Saves Floor Space and Meets Demands of Keg Based Nitro Cold Brew Dispensing Systems  |  2700-99 displayed]





Portable Nitrogen Generator; Self-Contained With Compressor and Tank, 7.18" W x 16.08" D x 23.98" H





$4,335 


 



Usually Ships in 3 - 5 days









	 

 


[image: HERAcell 150i & 240i CO2 Incubators provide the ideal in vitro environment to optimize cell growth]




Group of 4 products


HERAcell® 150i & 240i CO2 Incubators by Thermo Fisher Scientific


From 

As low as

$9,516 



 



Some ship in 5 - 7 days









	 

 


[image: Large Capacity Reach-In CO2 Incubator by Thermo Fisher Scientific with directed horizontal laminar airflow; 29.0 cu. ft. model also in 230V  |  3615-38 displayed]




Group of 2 products


Large Capacity Reach-In CO2 Incubators by Thermo Fisher Scientific


From 

As low as

$17,849 



 



Some ship in 10 - 20 days









	 

 


[image: Midi™ 40 CO2 Incubator ideal for single user applications in limited lab spaces; coved SS interior and includes 4 shelves  |  3615-78 displayed]




Group of 2 products


Midi 40 Small Capacity CO2 Incubators by Thermo Fisher Scientific


From 

As low as

$6,765 



 



Some ship in 10 - 20 days









	 

 


[image: Made of stainless steel, the hand-held UPLA-filtered Micro-Vac vacuum is clean and lightweight. A complete attachment kit is included  |  5100-00 displayed]




Group of 2 products


Universal MicroVac™ Portable Cleanroom Vacuum Cleaner


From 

As low as

$1,815 



 



Some ship in 1 - 3 days
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Equipment Testing
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[image: Sterile, disposable Inoculating Loops and Needles ideal for use in urine counts, samplings, serial dilutions and other quantitative analysis applications  |  5705-PP-04 displayed]




Group of 3 products


Inoculating Loops and Needles by MTC Bio


From 

As low as

$48 



 



Some ship in 3 - 5 days









	 

 


[image: #T8301 packaged in 25/heat sealed bag  |  5705-06 displayed]




Group of 8 products


Culture Tubes and Caps by MTC Bio


From 

As low as

$62 



 



Some ship in 3 - 5 days
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[image: Compatible with BACTRON300, BACTRON600 and BACTRON900 only  |  3900-93 displayed]




Anaerobic Chamber Start-up Kit for BACTRON300, BACTRON600, and BACTRON900




Ships Free
Free shipping in contiguous USA

 





$640 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Bactron Sleeve Assembly Size 9 Large Cuffs for Ergonomic Arm Port Doors  |  3901-02 displayed]




Bactron; Sleeve Assembly With Size 9 Large Cuffs for Ergonomic Arm Port Doors




Ships Free
Free shipping in contiguous USA

 





$612 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Bactron Sleeve Assembly Size 9 Large Cuffs for Ergonomic Arm Port Doors  |  3901-02 displayed]




Bactron; Sleeve Assembly With Size 8 Medium Cuffs For Ergonomic Arm Port Doors




Ships Free
Free shipping in contiguous USA

 





$612 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Bactron Sleeve Assembly Size 9 Large Cuffs for Ergonomic Arm Port Doors  |  3901-02 displayed]




Bactron; Sleeve Assembly With Size 7 Small Cuffs For Ergonomic Arm Port Doors




Ships Free
Free shipping in contiguous USA

 





$612 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Vacuum Pump for BACTRON anaerobic chambers  |  3901-08 displayed]




Bactron; Vacuum Pump, 110V




Ships Free
Free shipping in contiguous USA

 





$1,546 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Foot pedal valve assembly for BACTRON and BACTROX Anaerobic Chambers  |  3901-09 displayed]




Foot Pedal Valve Assembly for BACTRON Anaerobic Chambers




Ships Free
Free shipping in contiguous USA

 





$1,142 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Anaerobic Mixed Gas (AMG) Regulator for Shelf Labs BACTRON and BACTROX glove boxes  |  3901-10 displayed]




Anaerobic Mixed Gas (AMG) Regulator




Ships Free
Free shipping in contiguous USA

 





$826 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Nitrogen Regulator Assembly  |  3901-12 displayed]




Nitrogen Regulator Assembly




Ships Free
Free shipping in contiguous USA

 





$2,424 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Bactron Bacloop metal inoculation loop sterilizer is compatible with standard nichrome loops  |  3901-16 displayed]




Bacloop Metal Inoculation Loop Sterilizer 120V




Ships Free
Free shipping in contiguous USA

 





$220 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Stainless Steel Petri Dish Rack for BACTRON or BACTROX anaerobic chambers  |  3901-17 displayed]




Rack; Petri Dish, 2x11 (Holds 22 Petri Plates)




Ships Free
Free shipping in contiguous USA

 





$120 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Stainless Steel Petri Dish Rack for BACTRON or BACTROX anaerobic chambers  |  3901-17 displayed]




Rack; Petri Dish, 2x13 (Holds 26 Petri Plates)




Ships Free
Free shipping in contiguous USA

 





$140 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Palladium Catalyst & Holder with Ergonomic Handle Grip]




Palladium Catalyst & Holder with Ergonomic Handle Grip




Ships Free
Free shipping in contiguous USA

 





$1,599 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Absorbs odors within Bactron and Bactrox Chambers  |  3900-90 displayed]




Anatox Activated Charcoal 2 lbs.


 





$494 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Benzalkonium Chloride Chamber Cleaner  |  3901-21 displayed]




Cleaner; Benzalkonium Chloride Chamber Cleaner 0.133% - 1 Gallon




Ships Free
Free shipping in contiguous USA

 





$118 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Removes volatile fatty acids and sulfur compounds to extend the life of BACTRON palladium catalyst  |  3900-88 displayed]




Anatox Fan, Bactron and Bactrox




Ships Free
Free shipping in contiguous USA

 





$366 


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Sensit Leak Detector for BACTRON Anaerobic Chamber halps troubleshoot leaks around deals, armport door  |  3900-78 displayed]




Sensit Leak Detector for Bactron Anaerobic Chamber




Ships Free
Free shipping in contiguous USA



In stock

 





$1,827 
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Increase Up







+ Cart


+ Quote












	 



 


[image: Stand; Rolling, 61.5" W x 30" D x 29.3" H, for BACTRON 300, Sheldon Manufacturing]




Stand; Rolling, 61.5" W x 30" D x 29.3" H, for BACTRON 300, Sheldon Manufacturing




Ships Free
Free shipping in contiguous USA

 





$2,300 
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+ Quote
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White Glove Freight Service


 




Request Quote
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[image: Qualification Documentation (IQ/OQ) for Terra Universal System]




Qualification Documentation (IQ/OQ) for Terra Universal System


 




Request Quote


 
Increase Down

Increase Up







+ Cart


+ Quote












	 



 


[image: Equipment Testing]




Equipment Testing


 




Request Quote
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Product Training/In-Service


 




Request Quote
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Shel Lab BACTRON300 Anaerobic Chambers
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Shel Lab BACTRON300 Anaerobic Chambers



	


[image: Bactron300 Anaerobic Glove Box Chamber]

Heavy Duty Stainless Steel Bactron300 Anaerobic Glove Box
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Shel Lab’s BACTRON300 Anaerobic Chamber includes an incubation cabinet along the back wall for storing samples  | 3900-82 displayed
Shel Lab BACTRON300 Anaerobic Chambers
Shel Lab’s BACTRON300 Anaerobic Chamber includes a sealed workspace with air lock that automatically purges oxygen and an incubation cabinet along the back wall for sample storage.
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Shel Lab’s BACTRON300 Anaerobic Chamber features a sealed workspace with airlock that automatically purges oxygen  | 3900-82 displayed
Shel Lab BACTRON300 Anaerobic Chambers
Shel Lab’s BACTRON300 Anaerobic Chamber features a sealed workspace with airlock that automatically purges oxygen before samples enter the main chamber.
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Heavy Duty Stainless Steel Bactron300 Anaerobic Glove Box includes 17.6 cu. ft. of work space  | 3900-82 displayed
Heavy Duty Stainless Steel Bactron300 Anaerobic Glove Box
Heavy Duty Stainless Steel Bactron300 Anaerobic Glove Box includes 17.6 cu. ft. of work space for handling samples in an oxygen-free environment; includes vacuum pump, AMG regulator, interior electrical outlet, sleeve assembly with medium cuff, and 8 petri racks




















Features and Benefits


Learn More: Bactron Anaerobic Chambers
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 Bactron Anaerobic Chambers
   BactronEZ Anaerobic Chambers
 [image: BactronEZ Anaerobic Chamber] 


 	13.7 cu. ft. work space with a 300 Petri-plate capacity incubator
	Choose from a wide range of accessories and sleeves to suit your work flow needs
	Meets EN61010, UL61010 and Can/CSA61010 standards
	Agency Approval: TUV-CUE
	Operates as a one gas (Anaerobic Mixed Gas [AMG]) or two gas (AMG and nitrogen) system
	Gloveless design with patented cuffs seal around operator’s arms for comfortable and efficient bare hand manipulation of plates and specimen inside working chamber
	Ergonomic arm port doors: allow users to rest arm on a flat surface for added comfort during prolonged periods of operation; simplify access and maintain a strict anaerobic environment
	To enter: open arm port doors and insert arms into chamber, then store arm port doors in holders; To exit: pick up and cover arm ports and seal them before removing arms from chamber
	Manual or automatic airlock with sliding shelves for easy loading of materials and samples
	User-friendly Control Panel Layout and microprocessor controls (pre-programmed sequence)
	Automatic pressure controls provide positive pressure at approx. 3" of water column and shows pressure level
	Three incubator compartments located inside top rear of chamber for maximum work space
	Includes sleeve assembly with medium cuff and interior electrical outlet
	Airtight construction of heavy duty stainless steel and rigid Plexiglas
	Sold Separately: Integral Vacuum Pump, Foot Pedals, Catalyst, AMG Regulator, LED Viewing Light, Petri Plate Racks
	Optional Training Workshop (USA Orders only). Call a Terra product expert for details
	One-Year Manufacturer Limited Warranty

 Modular and economical BactronEZ anaerobic chambers can be configured to your specific application requirements. The patented cuffs enable glove-free handling and inspection of samples within a consistent, oxygen-free environment. These anaerobic chambers provide a faster sample turnaround compared to vacuum jars and bags. Units are ideal for research and clinical laboratories handling small volumes of anaerobic 
 	Exterior Dimensions W x D x H in. (mm): 48.75 x 31.3 x 26.5 in. (1238.25 x 795.02 x 673.1 mm)
	Interior Dimensions W x D x H in. (mm): 33 x 28.5 x 25.2 in. (838.2 x 724 x 640.1 mm)
	Incubator Interior Dimensions W x D x H in. (mm): 26.5 x 9.2 x 8.2 in. (673.1 x 23.68 x 208.28 mm)
	Pass Box: Pass Box: 9 x 9 in. (228.6 x 228.6 mm)
	Airlock Interior Dimensions W x D x H in. (mm): 9 x 10.7 x 9 in. (228.6 x 271.78 x 228.6 mm)
	Material: Heavy Duty Stainless Steel and Plexiglass
	Interior Outlet: 2 (120V), 1 (230V), one amp max
	Nominal Voltage: 50/60HZ (V) 110-120/220-240
	Capacity: 300 plates
	Weight: 480 lbs. (217.72 kg)
	Overtemperature Alarm: Yes
	Maximum Energy Consumption (W): 1100/1440
	Airlock Volume: 0.5 cu. ft. (14 L)
	Working Chamber Volume: 13.7 cu. ft. (388 L)
	Incubator Volume: 1.2 cu. ft. / 34 L
	Temperature Range: 5°C above ambient to 70°C
	Temperature Uniformity: ± 0.5°C
	Agency Approval TUV Approved (CE, UL, E)
	 Note: All specifications are determined by using average values on standard equipment at an ambient temperature of 25°C (77°F) and line voltages within ±10% of unit type (115V/230V). Temperature specifications follow DIN 12880 methodology. Manufacturer may change specifications at any time

 Bactron300 Anaerobic Chambers
 [image: Bactron300 Anaerobic Glove Box Chamber] 


 	 17.6 cu. ft. work space with a 300 Petri-plate capacity incubator
	Meets EN61010, UL61010 and Can/CSA61010 standards
	 Agency Approval: TUV-CUE
	 Operates as a one gas (Anaerobic Mixed Gas [AMG]) or two gas (AMG and nitrogen) system
	 Gloveless design and ergonomic arm port doors: bare hand manipulation of plates and specimen; allow users to rest arm on a flat surface for added comfort during prolonged periods of operation; patented cuffs seal around operator's arms; simplify access and maintain a strict anaerobic environment
	 To enter: open arm port doors and insert arms into chamber, then store arm port doors in holders;To exit: pick up and cover arm ports and seal them before removing arms from chamber
	User-friendly Control Panel Layout with logically grouped buttons and microprocessor controls with pre-programmed sequence
	 Automatic pressure controls provide positive pressure at approx. 3" of water column and shows pressure level
	Incubator compartments located inside, top rear of chamber for maximum work space
	Airtight construction of heavy duty stainless steel and rigid Plexiglas
	Choose from a wide range of accessories and sleeves to suit your work flow needs.
	Gas supply must be purchased separately
	 Available Installation and Training Workshop (for USA orders only)
	 Two-year manufacturer limited warranty
	 Applications: Microbiology and cell biology sample processes, inoculation, incubation, inspection and recovery
	Includes: vacuum pump, AMG Regulator, interior electrical outlet, sleeve assembly with medium cuff and 8 Petri racks, installation and training workshop (for USA orders only).

 With a larger workspace than the BactronEZ, the BACTRON300 continues to be one of our most popular anaerobic chamber models for its size and capacity. The BACTRON300 includes standard accessories for easy set-up and optimum productivity. The ample work area still sustains a compact footprint. Units purchased in the United States include installation and operator training workshops.
 	Exterior Dimensions W x D x H in. (mm): 61.3 x 31.3 x 26.5 in. (1557.02 x 795.02 x 673.1 mm)
	Interior Dimensions W x D x H in. (mm): 42.5 x 28.5 x 25.2 in. (1079.5 x 724 x 640.08 mm)
	Incubator Interior Dimensions W x D x H in. (mm): 36 x 8.7 x 8 in. (914.4 x 223 x 203.2 mm)
	Pass Box W x D x H in. (mm): 12 x 13.5 x 12 in. (304.8 x 342.9 x 304.8 mm)
	Airlock Interior Dimensions W x D x H in. (mm): 12 x 13.5 x 12 in. (304.8 x 343 x 304.8 mm)
	Material: Heavy Duty Stainless Steel and Plexiglas
	Interior Outlet: 2 (120V), 1 (220V), one amp max
	Nominal Voltage: 50/60HZ (V) 110-120/220-240
	Capacity: 300 plates
	Weight: 610.00 lbs. (276.69 kg)
	Maximum Energy Consumption (W): 1100/1440
	Airlock Volume: 1.1 (31)
	Working Chamber Volume: 17.6 (498L)
	Incubator Volume: 1.4 (39.6)
	Temperature Range: 5°C above ambient to 70°C
	Temperature Uniformity: ± 0.5°C at 37°C
	Agency Approval: TUV Approved (CE, UL, E)
	Note: All specifications are determined by using average values on standard equipment at an ambient temperature of 25°C (77°F) and line voltages within ±10% of unit type (115V/230V). Temperature specifications follow DIN 12880 methodology. Manufacturer may change specifications at any time

 BACTRON600 Anaerobic Chambers
 [image: Shel Lab Bactron600 Anaerobic Chamber] 


 	17.6 cu. ft. work space with a 600 petri-plate capacity incubator
	Meets EN61010, UL61010 and Can/CSA61010 standards
	Agency Approval: TUV-CUE
	Features a space saving rotating shelf design and two rear mounted shelves to maintain an organized workspace
	 Operates as a one gas (Anaerobic Mixed Gas [AMG]) or two gas (AMG and nitrogen) system
	Gloveless design allows user bare hand manipulation of specimen and plates
	Ergonomic arm port doors provides comfortable resting area for users' arm especially for extended periods of operation; simplify access and maintain a strict anaerobic environment
	To enter: open arm port doors and insert arms into chamber, then store arm port doors in holders; To exit: pick up and cover arm ports and seal them before removing arms from chamber
	User-friendly Control Panel Layout with logically grouped buttons and microprocessor controls 

 with pre-programmed sequence 	 Automatic pressure controls provide positive pressure at approx. 3" of water column and shows pressure level
	Incubator located inside, top rear of chamber for maximum work space
	Airtight construction of heavy duty stainless steel and rigid Plexiglas
	 Choose from a wide range of accessories and sleeves to suit your work flow needs.
	Gas Supply must be purchased separately
	 Available Installation and Training Workshop (for USA orders only)
	 Two-Year Manufacturer Limited Warranty
	Applications: Microbiology and cell biology sample processes, inoculation, incubation, inspection and recovery
	Includes: vacuum pump, AMG Regulator, interior electrical outlet, sleeve assembly with medium cuff and 10 petri racks, installation and training workshop (for USA orders only)

 Bigger is better with the BACTRON600, one of the largest and most complete anaerobic environmental chambers available. Designed for high-volume processing, these chambers occupy a modest footprint for its capacity making them ideal for space-conscious laboratories. 
 	Exterior Dimensions W x D x H in. (mm): 88.2 x 31.3 x 26.5 in. (2240.28 x 795.02 x 673.1 mm)
	Interior Dimensions W x D x H in. (mm): 42.5 x 28.5 x 25.2 in. (1079.5 x 723.9 x 640.08 mm)
	Incubator Interior Dimensions W x D x H in. (mm): 23.5 diam. x 18.5 in. (596.9 x 469.9 mm)
	Airlock Interior Dimensions W x D x H in. (mm): 12 x 13.5 x 12 in. (304.8 x 342.9 x 304.8 mm)
	 Material: Heavy Duty Stainless Steel and Plexiglas
	Interior Outlet 2: (120V), 1 (220V), one amp max
	Nominal Voltage: 50/60HZ (V) 110-120/220-240
	Capacity: 600 plates
	Shipping Weight: 760.00 lbs. (344.73 kg)
	Maximum Energy Consumption (W): 1350/1920
	Airlock Volume: 1.1 (31)
	Working Chamber Volume: 17.6 cu. ft. (498L)
	Incubator Volume: 4.6 cu. ft. (130L)
	 Temperature Range: 5°C above ambient to 70°C
	Temperature Uniformity: ±0.5°C at 37°C
	Agency Approval TUV Approved (CE, UL, E)
	 Note: All specifications are determined by using average values on standard equipment at an ambient temperature of 25°C (77°F) and line voltages within ±10% of unit type (115V/230V). Temperature specifications follow DIN 12880 methodology. Manufacturer may change specifications at any time

 Bactron900 Anaerobic Chambers
 [image: Bactron900 Anaerobic Chamber] 


 	17.6 cu. ft. work space with a 900 Petri-plate capacity incubator
	 Meets EN61010, UL61010 and Can/CSA61010 standards
	 Agency Approval: TUV-CUE
	 Features a space saving rotating shelf design and two rear mounted shelves to maintain an organized workspace
	Operates as a one gas (Anaerobic Mixed Gas [AMG]) or two gas (AMG and nitrogen) system
	Gloveless design with patented cuffs for efficient bare hand manipulation of samples
	Ergonomic arm port doors provide flat resting area for users' arm, provides comfort during extended periods of operation, simplify access and maintain a strict anaerobic environment
	To enter: open arm port doors and insert arms into chamber, then store arm port doors in holders; o exit: pick up and cover arm ports and seal them before removing arms from chamber
	User-friendly Control Panel Layout with logically grouped buttons and microprocessor controls with pre-programmed sequence
	 Automatic pressure controls provide positive pressure at approx. 3" of water column and shows pressure level
	Added rear wall incubator with independent temperature control
	Airtight construction of heavy duty stainless steel and rigid Plexiglas
	Choose from a wide range of accessories and sleeves to suit your work flow needs
	Gas supply must be purchased separately
	Available Installation and Training Workshop (for USA orders only)
	Two-year manufacturer limited warranty
	Applications: Microbiology and cell biology sample processes, inoculation, incubation, inspection and recovery
	Includes: vacuum pump, AMG Regulator, interior electrical outlet, sleeve assembly with medium cuff and 10 Petri racks, installation and training workshop (for USA orders only)

 Ideal for high volume sample processing, the BACTRON900 has the same specs as the BACTRON600 plus the addition of a rear wall incubator with an independent temperature control for operator set point flexibility. With its generous petri plate capacity, ergonomic design and spacious interior, the BACTRON900 is the ultimate anaerobic chamber for high throughput environments.
 	Exterior Dimensions W x D x H in. (mm): 88.2 x 31.3 x 29.5 in. (2240.28 x 795.02 x 749.3 mm)
	Interior Dimensions W x D x H in. (mm): 42.5 x 28.5 x 25.2 in. (1079.5 x 723.9 x 640.08 mm)
	Incubator Interior Dimensions W x D x H in. (mm): 23.5 diam. x 18.5 in. (596.9 x 469.9 mm)/ Round Design/27.5 x 8 x 13.5 in. (698.5 x 203.2 x 342.9 mm)
	Airlock Interior Dimensions W x D x H in. (mm): 12 x 13.5 x 12 in. (304.8 x 342.9 x 304.8 mm)
	Material: Heavy Duty Stainless Steel and Plexiglas
	Interior Outlet: 2 (120V), 1 (220V), one amp max
	Nominal Voltage: 50/60HZ (V) 110-120/220-240
	Capacity: 900 plates
	Shipping Weight: 760.00 lbs. (344.73 kg)
	Maximum Energy Consumption (W) 1350/2400
	Airlock Volume: 1.1 (31)
	Working Chamber Volume: 17.6 cu. ft. (498L)
	Incubator Volume: 6.3 cu. ft. (178L)
	Temperature Range: 5°C above ambient to 70°C
	Temperature Uniformity: ± 0.5°C at 37°C
	Agency Approval TUV Approved (CE, UL, E)
	Note: All specifications are determined by using average values on standard equipment at an ambient temperature of 25°C (77°F) and line voltages within ±10% of unit type (115V/230V). Temperature specifications follow DIN 12880 methodology. Manufacturer may change specifications at any time

 
 
 
 









Popular Accessories

For a full list of accessories, select a product then click Choose Accessories on that product page.
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Anatox Activated Charcoal, 2 lbs. 

Anatox Activated Charcoal absorbs odors within BACTRON and BACTROX Chambers






	



[image: Bactron Vacuum Pump]








Vacuum Pump for BACTRON Anaerobic Chambers 

Provides rapid air evacuation from BACTRON airlock module for replacement by inert gas mixture






	



[image: Bactron Petri Rack for BACTRON or BACTROX anaerobic chambers]








Stainless Steel Petri Dish Rack for BACTRON or BACTROX anaerobic chambers 

Stainless Steel Petri Dish Rack for BACTRON or BACTROX anaerobic chambers holds 26 Petri Plates.






	



[image: Bactron Hydrogen Regulator]








Bactron VTS 250 Series Hydrogen Regulator 

VTS 250 Series regulator for medium duty gas services with BACTRON and BACTROX glove boxes; delivery range for Hydrogen: 4-80 PSIG






	



[image: Bactron Bacloop Sterilizer]








Bacloop Metal Inuculation Loop Sterilizer 

For use inside or outside BACTRON and BACTROX Chambers, this resistance-based heater is suited to many microbilogy applications and compatible with standard nichrome loops. Adjustable electrode posts can be used with other wire length loops.






	



[image: Bactron Exterior LED Light Fixture]








BACTRON or BACTROX Exterior LED Light Fixture 

This BACTRON or BACTROX fixture is used on the top of the the chamber to increase workspace light. It has three independantly adjustable LED light bars.






	



[image: Bactron Foot Pedal Valve]








BACTRON or BACTROX Anaerobic Chambers Foot Pedal Valve 

Use foot pedal valve assembly to evacuate sleeves of BACTRON and BACTROX Anaerobic Chambers prior to accessing chamber.






	



[image: Bactron Anaerobic Mixed Gas Regulator]








Bactron Anaerobic Mixed Gas Regulator 

Anaerobic Mixed Gas (AMG) Regulator for Shelf Labs BACTRON and BACTROX glove boxes includes barbed adapter fitting and 10 ft. flexible tubing; delivers precise and constant outlet pressure ideal for most lab applications.
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Sleeve Assembly Cuffs for BACTRON and BACTROX Ergonomic Arm Port 

For use with BACTRON (EZ, 300, 600, 900) and BACTROX Chambers For ergonomic armports Includes sleeves, cuffs and O-rings






	



[image: BactronEZ Anaerobic Chamber Start-up Kit]








Anaerobic Chamber Start-up Kit 

Includes 9″ x 9″ spare gasket, anatox for odor control, chamber cleaner (benzalkonium chloride solution), scratch remover, acrylic glass cleaner, 10 anaerobic indicator strips, 2 sets of spare latex cuffs, and a spare o-ring






	



[image: Leica S6 Stereo Spotting Microscope]








Leica S6 Stereo Spotting Microscope 

Microscope; Leica S6 Spotting Stereo Microscope for use with BACTRON or BACTROX anaerobic glove boxes.






	



[image: Sensit Leak Detector]








Sensit Leak Detector for BACTRON Anaerobic Chamber 

Sensit Leak Detector for BACTRON Anaerobic Chamber halps troubleshoot leaks around deals, armport door






	



[image: Anatox Fan for Bactron and Bactrox Anaerobic Glove Box Chambers]








Anatox Fan for Bactron and Bactrox Anaerobic Glove Boxes 

The Anatox fan removes volatile fatty acids and sulfur compounds to extend the life of BACTRON palladium catalyst.













Products similar to this one




	 

 


[image: SEA-III Class III Biological Safety Cabinet 3 Port Glovebox  |  5607-26 displayed]





Biosafety Cabinet: SEA-III Class III, 316 SS, 76" W x 25" D x 38" H, 3 Glove Ports, Germfree, 120 V




Request Quote


 



Usually Ships in 22 - 28 days




Add to Cart
































Other products you may find relevant




	 

 


[image: Design Saves Floor Space and Meets Demands of Keg Based Nitro Cold Brew Dispensing Systems  |  2700-99 displayed]





Portable Nitrogen Generator; Self-Contained With Compressor and Tank, 7.18" W x 16.08" D x 23.98" H





$4,335 


 



Usually Ships in 3 - 5 days









	 

 


[image: HERAcell 150i & 240i CO2 Incubators provide the ideal in vitro environment to optimize cell growth]




Group of 4 products


HERAcell® 150i & 240i CO2 Incubators by Thermo Fisher Scientific


From 

As low as

$9,516 



 



Some ship in 5 - 7 days









	 

 


[image: Large Capacity Reach-In CO2 Incubator by Thermo Fisher Scientific with directed horizontal laminar airflow; 29.0 cu. ft. model also in 230V  |  3615-38 displayed]




Group of 2 products


Large Capacity Reach-In CO2 Incubators by Thermo Fisher Scientific


From 

As low as

$17,849 



 



Some ship in 10 - 20 days









	 

 


[image: Midi™ 40 CO2 Incubator ideal for single user applications in limited lab spaces; coved SS interior and includes 4 shelves  |  3615-78 displayed]




Group of 2 products


Midi 40 Small Capacity CO2 Incubators by Thermo Fisher Scientific


From 

As low as

$6,765 



 



Some ship in 10 - 20 days









	 

 


[image: Made of stainless steel, the hand-held UPLA-filtered Micro-Vac vacuum is clean and lightweight. A complete attachment kit is included  |  5100-00 displayed]




Group of 2 products


Universal MicroVac™ Portable Cleanroom Vacuum Cleaner


From 

As low as

$1,815 



 



Some ship in 1 - 3 days
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Equipment Testing




Request Quote


 









	 

 


[image: Sterile, disposable Inoculating Loops and Needles ideal for use in urine counts, samplings, serial dilutions and other quantitative analysis applications  |  5705-PP-04 displayed]




Group of 3 products


Inoculating Loops and Needles by MTC Bio


From 

As low as

$48 



 



Some ship in 3 - 5 days









	 

 


[image: #T8301 packaged in 25/heat sealed bag  |  5705-06 displayed]




Group of 8 products


Culture Tubes and Caps by MTC Bio


From 

As low as

$62 



 



Some ship in 3 - 5 days
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On a tight schedule? Choose FasTrak 24/7 Priority Service to help meet your critical schedule for Terra-manufactured products, either before or after your order is placed.*

	FasTrak 24/7 provides a 24/7 commitment to meet the shipping date YOU specify, regardless of quoted lead times.
	FasTrak 24/7 assigns a dedicated production team plus a dedicated senior expeditor working three shifts to meet your delivery specification.
	FasTrak 24/7 guarantees* to meet the agreed-to specified ship date.


Call for pricing. FasTrak service fees cover costs of additional services only, without additional profit.

 * Terra's FasTrak services limited guarantee: to ship on the ESD or date specified OR to refund up to 100% of FasTrak charges. This guarantee covers no direct, special, consequential or other damages and is strictly limited to up to 100% of the amount paid for FasTrak service. When a specified ship date is missed due to factors outside Terra's control (vendor performance, deliveries by shipping companies, etc.) and random factors such as accidents, the credit of up to 100% of the FasTrak 24/7 may not apply. FasTrak service requested after order placement will be quoted and accepted based on available time remaining before required ship date.
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 Receive 10% OFF your first order.








Continue
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TerraUniversal.com

Critical Environment Solutions®





















Pricing and specs are subject to change without notice. Call +1 (714) 578-6100 or read our terms and conditions for more information.







Terra Universal +1 (714) 578-6100

[email protected]

Hours Mon - Fri, 07:00 AM - 06:00 PM (Pacific Time)

800 S. Raymond Ave., Fullerton, CA 92831

More contact options
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