








The store will not work correctly in the case when cookies are disabled.


        
            
                
                    JavaScript seems to be disabled in your browser.
                    
                        For the best experience on our site, be sure to turn on Javascript in your browser.                    
                

            

        

    





	

[image: ]




	Get a QuickQuote
	Free Consultation +1 (714) 578-6100
	Track Order 
Sorry, no orders are open for tracking






	

Login or register 

	Contact Us




Menu

[image: Terra Universal Home]


[image: Terra Universal Home]


Search





Search









Products 





Terra Universal







Laboratory-Equipment












Resources 





Terra Universal







Laboratory-Equipment















Terra Universal 


























Search









 



Menu 






[image: ]






	
BrowseProducts

	IMAGE BROWSE BY PRODUCT CATEGORY
	 Air Showers & Tunnels
	 BioSafe Universal Hoods
	 Biosafety Cabinets
	 Carts
	 Chairs & Stools
	 Chemical Storage & Lab Safety
	 Cleanroom Equipment & Furniture
	 Cleanroom Supplies & Garments
	 Cleanroom Windows
	 Cleanrooms
	 Desiccators & Desiccator Cabinets
	 ErgoHeight Workstations Video
	 Fan/Filter Units
	 Featured Products
	 Fume Hoods
	 Glove Boxes & Isolators
	 Hardware & Materials
	 HEPA & ULPA Filters
	 Hygienic Doors
	 Ion Guns & Ionizers
	 Laminar Flow Hoods & Clean Benches
	 Particle Counters & Environmental Measuring Devices
	 Pass Throughs
	 Raw Material
	 Sealers
	 Services
	 Storage & Shelving
	 Surgical Suite Equipment
	 Tools & Tweezers
	 Ultrasonic & Vacuum Cleaners, UV Sterilizers
	 Vaccine Storage Equipment
	 Vacuum Chambers
	 Vacuum Pumps & Compressors
	 Wet Stations
	 Workstations & Tables
	Request a QuickQuote
	Price Checker





	
Applications

	
Sterile and Non-Sterile Compounding

	
Architects & Builders

	
Semiconductor Manufacturing Equipment

	
Washing & Sterilization Equipment

	
EV Battery Fabrication

	
3D Printing Equipment

	
Medical Device & Pharmaceutical Packaging

	
Nutraceutical Manufacturing Quality Control

	
Polymerase Chain Reaction - PCR

	
Quality Control Laboratory Equipment

	
New Lab Setup

	
Exam Room Equipment & Furnishings

	
Hospital Physician Office Lab Equipment

	
Surgical Suite & Operating Room Equipment

	
Outpatient Clinic Equipment Supplies

	
Cannabis

	
Tissue Culture

	
Burn Center

	
Data Centers








	Technical Resources

	Product Manuals
	Resource Library
	Resources for Architects & Builders
	Tech Blog
	Catalogs
	Ask an Engineer
	Request a QuickQuote





	Gallery
	Design My Cleanroom 3D

	Model your cleanroom in four steps, see 3D model and rough cost estimate, save model, share it all with colleagues








	

Login or Register 


	View Catalogs
	Get a QuickQuote
	About Us
	Contact Us


	+1 (714) 578-6100
Hours Mon - Fri, 07:00 AM - 06:00 PM (Pacific Time)




 
Units


US

	

US

	

Metric











Account 



 











Cart




























Quote





























	

Home 

	

HEPA & ULPA Filters 

	

6601-PP-66 

	
6601-30-S










































[image: ULPA Replacement Filter for FFU, with durable stainless steel frame to improve corrosion resistance  |  6601-28-S displayed]











HEPA & ULPA Filters,Hood Accessories,Hood Accessories,Hood Accessories,Hood Accessories 


Filter; ULPA, 2'x2', 304 Stainless Steel, Rated 99.999% efficient












	Available ISO Ratings: ISO 4, ISO 5, ISO 6, ISO 7, ISO 8



• Size: 2'x2'
• Filter Frame Material: 304 Stainless Steel
• Filter Type: ULPA
• Unit of Measure: EA
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 Selecting the Proper Air Filter and Air Filter Gauge
    Air Filters are incorporated into the ventilation system of a cleanroom to remove an extremely wide variety of contaminants from the air, including particles smaller than a micron (.000039"). Because variables involved in such ventilation systems vary radically—depending on the exact cleanliness standard, size of facility, rate of ventilation and many other factors—filter selection must be made by a qualified engineer in cooperation with the filter manufacturer.
 Once a filtering system has been selected, one problem remains: how to judge when the filter has reached its effective lifespan. Because of the wide variation in the types and concentrations of contaminants in the air being filtered, length of service and visual inspections are an unreliable guideline. The most widely used method of determining when a filter needs to be serviced or replaced is to measure the pressure drop across the filter by means of an air filter gauge.
 The Function of an Air Filter Gauge
 An Air Filter Gauge measures pressure drops across the filter in order to determine whether or not the filter is operating within its design range of effective use. This is not the same as measuring filtering efficiency. Filter efficiency has to do with the ability of the filter to remove particulate matter from the air stream, and is generally measured in precisely controlled tests that vary according to the type of filter.
 One method is to compare the weight of a carefully compounded dust mixture trapped in the filter with the weight of the dust released. Another method, originated by the NBS/NIST, compares the opacity of the dust collected on filter paper from two air samples of equal flow rate, one of which is filtered air. The efficiency of the filter is thus evaluated on the basis of the dust spots. A third method measures a resistance of DOP (Dioctyl-phthalate) smoke, a homogeneous aerosol of 0.3 micron size, to test a special class of high efficiency filter.
 Although efficiency tests vary, the operating life of a filter is always determined by the amount of particulate dust it can hold, which in turn is related to the resistance across the filter that develops as more and more particles accumulate. An air filter gauge, by sensing the differential in static pressure across an air filter, thus permits the air filter to be used to its maximum dustholding capacity as determined by the filter manufacturer. And by indicating when a filter needs servicing, an air filter gauge can avoid excessive resistance that could disturb the balance of the system, increase air leakage and, for some types of filter, begin to pass contaminants.
 Recommended Resistances for Air Filters
 All filter manufacturers supply technical data which indicate the initial resistance in inches of water column for the filter at its rated air flow, and a recommended resistance at which point the filter should be replaced or serviced. These values vary according to the type of filter. For most filters used in a cleanroom environment, however, the range between initial and replacement resistance is typically between .01 and .1" WC.
 During air filter installation, air filter gauges hence provide the additional function of ensuring proper installation and proper air-flow design. The gauge should indicate a pressure resistance in conformance with the manufacturer's recommendations. If pressure is too low, the filter may be handling less than the rated air volume due to open bypasses or improper air balancing, incorrect installation or air leaks. If pressure is too high after initial assembly, the filter may be incorrectly installed or the system may be handling more than the rated air volume.
 *Source: Dwyer Control & Guages 
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Terra Part # 6601-30-S




$1,025 













Usually ships in 1-3 business days
Want it faster ? Read about FasTrak
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135 in stock
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$1,025 





Usually ships in 1-3 business days
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Buy 2 for


$973.75 

each and save 5% 
	
Buy 41 for


$958.38 

each and save 6.5% 
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Details & Specs 





Product Details




	Available ISO Ratings: ISO 4, ISO 5, ISO 6, ISO 7, ISO 8

	Filter Type: ULPA
	Dimension: 23-5/8" x 23-5/8" (600 mm x 600 mm)
	Rated 99.999% efficient with particles 0.12 microns in diameter 
	Replacement filter for Terra-manufactured 2' x 2' (610 mm x 610 mm) FFU
	All-304 stainless housing and baffle panel (filter face grille) ensures optimal cleanliness and stands up to alcohol and other cleaning agents

	Because filters are delicate and subject to damage during handling, all filter sales are final; no failure claims can be accepted

 


Show more






• Size: 2'x2'
• Filter Frame Material: 304 Stainless Steel
• Filter Type: ULPA
• Unit of Measure: EA


• Weight, Product: 16 lb
• Dimensions, Product: 23.625" W x 23.625" D x 3.25" H
• Weight, Shipping: 21 lb
• Dimensions, Shipping: 26" W x 26" D x 5" H
• Package Type: Crate
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Submittal [pdf]


Submittals and Product Data - WhisperFlow Fan Filter Units 


Technical data submittals for Terra Universal fan filter units. 






Manual [pdf]


Standard WhisperFlow Fan Filter Units Quick-Start Operating Guide 


This manual includes general installation and operating instructions for Terra's WhisperFlow Fan Filter Units. 






Tech Resource [pdf]


ISO Cleanroom Standards and Federal Standard 209E 


Understand the international ISO cleanliness standards (ISO 4, ISO 5, ISO 6, etc.) and how they correlate to the U.S. Fed-Std 209E designations (Class 10, Class 100, Class 1000, etc.). This guide also discusses other key cleanroom recommendations on cleanroom air change and velocity rates, clean room ceiling fan coverage, positive vs. negative internal cleanroom air pressure, and laminar vs. turbulent air flow. 






Tech Resource [pdf]


HEPA and ULPA Particle Filters 


HEPA and ULPA filters remove sub-micron particles from the air, which are too small to see but create BIG problems in many critical manufacturing operations. Read about filter capability and airflow resistance testing. 






Tech Resource [pdf]


Powder Coating Datasheet 


This datasheet contains information on Terra Universals Powder coating and instructions for cleaning 






Tech Resource [pdf]


Fan FIlter Unit Disease List 


This document contains a list of pathogens that Fan Filter Units can Filter out. 






Brochure [pdf]


UL Listed Cleanroom Control Systems 


Learn more about Terra's UL-listed, easily-installed, cleanroom control system 
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Group of 7 products


LED Light Panels


From 

As low as

$111 
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Group of 3 products


Fan Filter Unit Mounting Frames


From 

As low as

$319 
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LED Light Panel with Built-In Emergency Battery, 2' x 2', Cleanroom-Grade





$1,047 


 



Usually Ships in 2 - 4 days
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FFU Testing and Certification; Flow Rate and Filter integrity
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Filter Replacement Alarm System; for Fan Filter Unit, Audible Alert, Manual Override, Stainless Steel, 120 V





$1,496 


 



Usually Ships in 1 - 3 days
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Group of 34 products


Power Distribution Modules (PDMs) for Fan Filter Units (FFUs)


From 

As low as

$719 



 



Some ship in 0 - 2 days
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Group of 10 products


Smart® Control Panels for Fan Filter Unit (FFU) Systems


From 

As low as

$5,323 



 



Some ship in 1 - 3 days
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Germicidal UV Illuminator; for Modular Cleanrooms, Universal, 120 V





$2,816 


 



Usually Ships in 1 - 3 days
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Group of 30 products


Smart® WhisperFlow® Fan Filter Units (EC Motor)


From 

As low as

$1,460 



 



Some ship in 0 - 2 days







































Fan Filter Units With HEPA & ULPA Filters
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HEPA Filters Prevent Infection
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Terra Universal WhisperFlow® Filter Fan Units
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HEPA filters capture and mitigate airborne particles that can cause infections.
HEPA Filters Prevent Infection
HEPA and ULPA filters capture and mitigate airborne particles, as well as pathogens including Rhinoviruses, Influenza, SARS-CoV-2, and RSV. Filters also combat aerosolized bacteria like C. Difficile, a prevalent cause of hospital-acquired infections.
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Overview video of Terra Universal's comprehensive portfolio of filter fan units
Terra Universal WhisperFlow® Filter Fan Units
Overview video of Terra Universal's comprehensive portfolio of filter fan units
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Products Compliant With Your ISO Rating 

Provide Terra with your desired ISO rating. We will tailor the product to meet your rating and supply a certificate of compliance appended to your invoice, to be included in your compliance package. All certificates are archived in Terra's system for quick retrieval.
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UL 900 Certified for Fire Safety 

HEPA and ULPA filters are UL certified for UL 900 to meet local and state fire safety requirements for most applications. The standard covers requirements and tests for allowable combustibility and amount of smoke generated.
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Diffuser Panel Promotes Air Flow Uniformity and Protects Filter Integrity 

Unlike other manufacturers, Terra’s FFUs include a unique perforated panel beneath the filter, acting as a shower head, to guarantee filter protection and laminar air flow uniformity, which prevents localized air swirling, particle build-up and turbulence.
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Protect Against Contaminants and Pathogens 

HEPA and ULPA filters help capture many bacteria, viruses (COVID-19), and mold spores that contribute to a host of infections for both humans and plant/animal tissue cultures
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Long Running FFU Motors 

Terra’s filter fan unit motors are rated for 5 years of continuous, 24/7 operation, if the HEPA filters are consistently replaced. To accurately monitor your HEPA filter’s saturation levels, purchase Terra’s audible and visual filter replacement alarm system.
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Continuous Product Improvement 

At Terra, we strive to develop and produce the highest quality products for our customers to improve health, safety, performance, and yields. Our product quality is enabled by high-grade manufacturing equipment and processes, 45 years of engineering and application expertise, and our commitment to continuously improve.
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Comprehensive Product Portfolio 

Terra’s comprehensive product portfolio includes solutions for every application and budget. Our technical sales staff will guide you toward the product most suitable for your requirements.
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Long-Term Customers 

Terra is committed to building long-term relationships with satisfied clients; 94% of orders each year come from repeat customers
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Complete Project Transparency 

Terra is dedicated to complete transparency on project status, shipment tracking, and installation scheduling












Other products you may find relevant




	 

 


[image: Ion bar kit safely neutralizes charges to protect against electro-static charges. Attaches to inside ceiling of glovebox. Ion bar sold separately.  |  2005-92 displayed]




Group of 4 products


Ionizing Bars
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Group of 7 products


LED Light Panels


From 

As low as

$111 
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Group of 3 products


Fan Filter Unit Mounting Frames


From 

As low as

$319 
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LED Light Panel with Built-In Emergency Battery, 2' x 2', Cleanroom-Grade





$1,047 


 



Usually Ships in 2 - 4 days
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FFU Testing and Certification; Flow Rate and Filter integrity
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Filter Replacement Alarm System; for Fan Filter Unit, Audible Alert, Manual Override, Stainless Steel, 120 V





$1,496 


 



Usually Ships in 1 - 3 days
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Group of 34 products


Power Distribution Modules (PDMs) for Fan Filter Units (FFUs)


From 

As low as

$719 



 



Some ship in 0 - 2 days
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Group of 10 products


Smart® Control Panels for Fan Filter Unit (FFU) Systems


From 

As low as

$5,323 
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Germicidal UV Illuminator; for Modular Cleanrooms, Universal, 120 V





$2,816 


 



Usually Ships in 1 - 3 days
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Group of 30 products


Smart® WhisperFlow® Fan Filter Units (EC Motor)


From 

As low as

$1,460 



 



Some ship in 0 - 2 days


































Skip to the end of the images gallery 





Skip to the beginning of the images gallery 












PASSWORD REQUIRED
for 





 

Password







Forgot Password?




LOGIN & CONTINUE




Not ? Log out
























[image: alt] 




On a tight schedule? Choose FasTrak 24/7 Priority Service to help meet your critical schedule for Terra-manufactured products, either before or after your order is placed.*

	FasTrak 24/7 provides a 24/7 commitment to meet the shipping date YOU specify, regardless of quoted lead times.
	FasTrak 24/7 assigns a dedicated production team plus a dedicated senior expeditor working three shifts to meet your delivery specification.
	FasTrak 24/7 guarantees* to meet the agreed-to specified ship date.


Call for pricing. FasTrak service fees cover costs of additional services only, without additional profit.

 * Terra's FasTrak services limited guarantee: to ship on the ESD or date specified OR to refund up to 100% of FasTrak charges. This guarantee covers no direct, special, consequential or other damages and is strictly limited to up to 100% of the amount paid for FasTrak service. When a specified ship date is missed due to factors outside Terra's control (vendor performance, deliveries by shipping companies, etc.) and random factors such as accidents, the credit of up to 100% of the FasTrak 24/7 may not apply. FasTrak service requested after order placement will be quoted and accepted based on available time remaining before required ship date.



[image: Terra Universal Home]


 Receive 10% OFF your first order.
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TerraUniversal.com

Critical Environment Solutions®





















Pricing and specs are subject to change without notice. Call +1 (714) 578-6100 or read our terms and conditions for more information.







Terra Universal +1 (714) 578-6100

[email protected]

Hours Mon - Fri, 07:00 AM - 06:00 PM (Pacific Time)

800 S. Raymond Ave., Fullerton, CA 92831

More contact options
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