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Calibration Weight; ASTM Class 4, 400 gram Cylinder














• Manufacturer SKU: 8434
• Unit of Measure: EA





Read more
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Terra Part # 9405-22




$119 













Usually ships in 5-7 business days
Want it faster ? Read about FasTrak






Ships Free
Free shipping in contiguous USA
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Product Details




	Allows accurate calibration of TUI's electronic balances
	Denomination: 400 gram cylinder
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• Manufacturer SKU: 8434
• Unit of Measure: EA


• Weight, Product: 0.88 Lbs
• Dimensions, Product: 1.35"W x 1.35"D x 2.15"H
• Weight, Shipping: 3.76 Lbs
• Dimensions, Shipping: 12.25"W x 9.25"D x 5"H
• Package Type: Box
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Glovebox; XPert Weigh, Polyethylene, 52.7" W x 31.6" D x 40" H, 2 Glove Ports, 120 V





$13,847 


 



Usually Ships in 20 - 24 days
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Pipette; Mechanical, 1 Channel, 100 - 1000 µl, ProLine Plus, Sartorius





$311 


 



Usually Ships in 5 - 7 days
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Horizontal Gel; 7"W x 5"D x 2"H, 120 V, myGel





$541 


 



Usually Ships in 5 - 7 days
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Sartorius Practum Analytical Balance
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Sartorius Quintix Analytical and Precision Balances
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Sartorius Cubis Ultra-Micro and Micro Balances
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Practum Analytical Balance with a 120 g weighing capacity, 0.1 mg readability, manual draft shield and accurate leveling; 220 g weighing capacity available  | 5701-18 displayed
Sartorius Practum Analytical Balance
Practum balances also feature an easy-to-read digital touchscreen, menu lock, fast data transfer to Excel and 20 selectable weighing units
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Quintix balances include an internal automatic calibration and adjustment function, traceable documentation programs and easy decontamination procedures.
Sartorius Quintix Analytical and Precision Balances
The display/simple menu navigation guides users through integrated weighing applications via the icon-driven graphical interface, reducing the possibility for weighing errors due to incorrect operation and increasing workflow efficiency.
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Cubis Ultra Micro and Micro Balances feature automatic draft shield with learning capability and Internal isoCAL adjustments for use in regulated sectors  | 5701-02 displayed
Sartorius Cubis Ultra-Micro and Micro Balances
Modular Cubis balances allow users to choose from a comprehensive range of apps, accessories, components and options that configure and easily integrate balances into individual work processes
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 Avoiding Errors in Laboratory Balance Measurements 
   [image: Precision Balances] 


 Balances are often treated as the workhorses of the lab, but they are in fact extremely precise and sensitive measuring instruments. Their sophisticated components must be understood and handled properly to avoid inaccurate readings.
 Below we discuss a number of factors that affect the accuracy of analytical balances.
 Calibration
 The first issue is as obvious as it is overlooked: calibration is essential to the integrity of your data. An ongoing servicing and calibration schedule, followed without fail for the life of the instrument, ensures the accuracy, reliability and repeatability of measurements.
 The first issue is as obvious as it is overlooked: calibration is essential to the integrity of your data. An ongoing servicing and calibration schedule, followed without fail for the life of the instrument, ensures the accuracy, reliability and repeatability of measurements. 
 Even though some balances have an internal calibration feature, many labs conduct their own calibration tests on new equipment with certified calibration weights that help users to determine the calibration settings for their specific lab environment. Calibration is often performed annually, but users should consider more frequent testing if balances are used heavily and/or in an environment subject to vibration or frequent temperature or humidity fluctuation. Maintain a log of calibration dates and procedures, including reference to NIST-traceable weights or other equipment.
 

   Air Currents
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 Air currents can affect the intricate mechanisms of the analytical balance, just as temperature and vibration can alter the measurement of a small sample size. Changes in air pressure from ceiling fans, air conditioners, and open doors can compromise measurement accuracy. To counter the effects of air currents on laboratory balances, use a balance shield or place analytical balances within a balance enclosure (a “dead air” box). These enclosures also serve to protect the operator from noxious or toxic chemicals that are being weighed.
 Temperature
 The slightest change in room temperature can cause noticeable changes in the weight of the sample, so strict temperature controls help ensure accurate readings on the analytical balance. If the room temperature is too high, the sample can expand or lose some of its moisture due to evaporation. If the temperature falls too low, the sample could contract, or water may condense in the sample’s container. Both factors can affect measurement accuracy. 
 Vibration
 Vibration from refrigerators, ventilation systems, and other equipment also compromises measurement accuracy. Since the sample size is typically quite small, the slightest vibration can rearrange, displace, or spill the sample, thereby affecting the amount of material available for measuring as well as its distribution in the balance. Small vibrations can also disrupt the delicate machinery of the analytical balance, necessitating recalibration of the analytical balance.
 Consider the following recommendations to ensure the most accurate and reproducible results achieved by your analytical balance:
  
	Always check to be sure the balance is level.
	Close balance doors before weighing or place the balance within a "dead air" enclosure
	Equilibrate hot or cold samples to room temperature in closed containers prior to weighing.
	Protect hygroscopic samples from moisture until just prior to weighing.
	Place analytical balances in a protected environment away from temperature extremes such as direct sunlight, heating and AC vents.
	Avoid heavy traffic that causes vibrations in the weighing area
	Avoid overloading, which could cause damage to mechanical parts. This is especially important when microbalances are used
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Glovebox; XPert Weigh, Polyethylene, 52.7" W x 31.6" D x 40" H, 2 Glove Ports, 120 V





$13,847 


 



Usually Ships in 20 - 24 days
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Pipette; Mechanical, 1 Channel, 100 - 1000 µl, ProLine Plus, Sartorius





$311 


 



Usually Ships in 5 - 7 days
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Horizontal Gel; 7"W x 5"D x 2"H, 120 V, myGel





$541 


 



Usually Ships in 5 - 7 days
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On a tight schedule? Choose FasTrak 24/7 Priority Service to help meet your critical schedule for Terra-manufactured products, either before or after your order is placed.*

	FasTrak 24/7 provides a 24/7 commitment to meet the shipping date YOU specify, regardless of quoted lead times.
	FasTrak 24/7 assigns a dedicated production team plus a dedicated senior expeditor working three shifts to meet your delivery specification.
	FasTrak 24/7 guarantees* to meet the agreed-to specified ship date.


Call for pricing. FasTrak service fees cover costs of additional services only, without additional profit.

 * Terra's FasTrak services limited guarantee: to ship on the ESD or date specified OR to refund up to 100% of FasTrak charges. This guarantee covers no direct, special, consequential or other damages and is strictly limited to up to 100% of the amount paid for FasTrak service. When a specified ship date is missed due to factors outside Terra's control (vendor performance, deliveries by shipping companies, etc.) and random factors such as accidents, the credit of up to 100% of the FasTrak 24/7 may not apply. FasTrak service requested after order placement will be quoted and accepted based on available time remaining before required ship date.
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 Receive 10% OFF your first order.
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TerraUniversal.com

Critical Environment Solutions®





















Pricing and specs are subject to change without notice. Call +1 (714) 578-6100 or read our terms and conditions for more information.







Terra Universal +1 (714) 578-6100

[email protected]

Hours Mon - Fri, 07:00 AM - 06:00 PM (Pacific Time)

800 S. Raymond Ave., Fullerton, CA 92831

More contact options
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